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LIST OF SYMBOLS, ACRONYMS AND ABBREVIATIONS
3 A Monitored cross section

a Test celi bypass ratio
SAb Bypass area
AI Belimouth cross-section area
A, Nozzle exit area
iA4 Front test cell cross-sectional area
AGTD Allisnn Gas Turbine Division
A#* Projected boattail area
ASME American Society of Mechanical Engineers
BMdkt Belimouth pressure distortion index
CCTV Closed circuit television system
C,. Bellmouth flow coefficient
C4C Front cell flow coefficient
CDP Compressor discharge pressure
CDT Compressor discharge temperature
CIT Compressor inlet temperature
D Engine diameter
8 Barometic pressue correction factor
EGT Exhaust gas temperature
F Net thrust
F, Thrust ell
F2  Calibration cell
Fb Bypass pressure drag
F Boattail drug
Fc Corrected thrust
FCd. Front cell velocity distortion factor
F$ Skin friction drag
F1. Wall fhiction drag
IFS Engine grou thrust
Fs, Intrinsic inlet momentun
F, Meaur•d for scale force thrust3Ff Thrust fiame drag
g Gravitational constant
L Engine length
L/D Ratio of length to diameter of the augmentor tube
IDA Laser Doppler Amnometry (LDA)3I LONGFOG Long Rmae Fiber Optic Guided Misile

Ovall sound power level
MICOM US Army Missile Command
M Maximum installed flight mach number
N, Engine speed 1
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N2  Engine speed 2
N ArCorrected rotor speedINFPA United States National Fire Protection Association
NLOS Non Line-of-Sight
Naw IMaximum mechanical engine speed
he PCorrected compressor discharge pressure
__P Ambient (barometric) static pressureSP, Aft compressor pressure
P.* Aft diffirential backplate pressure
AV, Average inlet total pressure
Pb Static pressure at plane b
Pat Average external nozzle pressure
P. Nozzle exit static pressure
Pf Fuel inlet pressure
PA Front cell static pressure
P. /Maximum inlet total pressureI. Minimum inlet total pressure
P,• Rear case pressure
Ps Inlet static pressure
PSTF Portable Static Test Facility
Pr Inlet total pressure or inlet rake total pressure
A PBellmouth average total pressure
Pal Exhaust total pressure 1
PWM Pulse width modulation
0 0 Ambient temperature correction factor
p Air density
R Gas constant for air
po Air intake density
SAE The Engineering Society for Advancing Mobility Land Sea Air and Space
SBIR Small Business Innovative Research
SFC Specific fuel consumption
SPL Sound pressure level
T•¢ Corrected exhaust temperature
T. Ambient temperature
T= Aft compressor temperature3I TO Front bearing temperature
T*, Front cell static air temperature
Tft Forward turbine cavity temperature1 Fuel temperature
TA• Rear bearing temperature
iT, Bellmouth total temperature
V Average air velocity through the monitored section
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Veo Maximum allowed intake air velocity
Svan Average front cell velocity

V. Nozzle exit velocity
Vf" Test cell front section velocity
IV, Inlet vibration
V. Maximum ve!ocity anywhere in the velocity measurement grid
V.. Minimum velocity anywhere in the velocity measurement grid

3V Engine volume
W Airflow
W. Sound power
WbI Belimouth or engine airflow

Corrected engine airflow rate
W. Nozzle exit airflow

t Engine fuel flow
Wfo Front cell airflow
iW, Engine fuel flow corrected
WIt Flow function term
WS Engine weight3 W. Engine starting airflow
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1.0 INTRODUCTION
5In the last ten years, in an effort to expand propulsion tcchnology capabilities, the Propulsion

Directorate of the United States Army Missile Command (MICOM) initiated a program to
develop a turbojet propulsion system for small tactical missile applications. As a result of this

Ir-&gram numerous engine designs have been developed encompassing a wide range of the
technology spectrurm. Some engine models use commercial rotating components manufactured
in volume to contain costs yet achieve satisfactory performance. Other engines employ metal
based designs that use advanced aerodynamic rotating components to achieve significant
performance improvements, which in turn increases the production cost. The most
technologically advanced engines incorporate ceramic components, but this further increases
the production cost.

Characteristics common to all small, expendable, turbojet engines are their relatively small size
(4.0 to 15.0 inches in diameter) and low target production cost. The thrust levels of these
engines range from 50 to 1000 lb. The design of a portable test facility for these engines must
a•commodate the different sizes, designs, and technologies used in these engines.

The physical characteristics ofjet engine test facilities can cause performance problems or
induce measurement errors during testing of turbojet engines. The basic requirement in testing
engines is to determine the performance of the engine and to insure that all engine systems are
functioning properly prior to installation and use. To determine the performance of the engine
with a high degree of accuracy a reliable and stable testing environment is needed. Selection ofthe prope facility type (outdoor or enclosed) is required for a given project.

I Outdoor facilities can produce excellent results when engines are tested in non-wind
conditions. If all other testing conditions are stable at an outdoor facility the measurement
uncertainty can be substantially reduced, making the estimate of the measured thrust force
practically equal to the real thrust that the engine can achieve under free field conditions.

SAn indoor test facility can be defined as an enclosed structure with an engine mounting
mechanism that is intended to provide conditions for stable, repeatable, and accurate engine
performance testing. In these facilities the engine air inlet and exhaust paths have additional
loads placed on them that influence the engine thrust. Thrust drag, for eample, is directly
related to the aerodynamic interference between the engine and the test cell.

I The difference in thrust, air flow and fuel flow between the largest (1000 lb) and smallest (50
lb) engines is a factor of 20; a testing requirement that cannot be satisfied by many existing test
facilities. The first phase of this study is to evaluate the most important engine requirements
and develop a conceptual solution for a portable static test facility (PSTF) for small,
expendable turbojet engines. Subsequently, a preliminary design for a PSTF is created by5 combining current knowledge and practice with the research results of this project.

* 10U l
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2.0 OBJECTIVE
3 The objective of this report is to present the results and supporting data for the development of

the PSTF, which was successfully completed under DOD SBIR Program Phase I contract,3 DAAHO1-94-C-RO32, topic A93-277,

The primary technical objectives of Phase I were to formulate, design, analyze and demonstrate
the feasibility of a PSTF. Extensive work was required to develop a preliminaiy design which
addresses the specific requirements of small size, ease of transportation and installation,
reasonable cost, safe work environment, high reliability and ability to successfully test engines3 with a wide thrust range.

The individual tasks in the study were to:

1. Analyze the general requirements for engine testing.

2. Review the test procedures for small, expendable turbojet engines.

3. Prepare general test specifications for engines that will be tested at the PSTF.

4. Analyze the test facility design requirements, define the factors for evaluating the3 performance of the test facility and outline the overall design recommendations.

5. Develop the test cell basic requirements, design criteria and design recommendations.

3 6. Provide an overview of the installation requirements and design recommendations.

3 7. Analyze the data acquisition and engine instrumentation and control requirements.

8. Formulate a preliminary design for the PSTF.

9. Develop a conceptual installation design for'the PSTF.

3 10. Define recommended solutions for the engine control and data measurement systems.

11. Derive conclusions and recommendations for Phase I and for future activities in Phase
II of this project.

To achieve these objecti'ves during the Phase I research program a broad set of activities were
con.ucted. This report highlights the achievements of this investigation.

I
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"3.0 ENGINE DESCRIPTIONS
3 3.1 General Description of Small, Expendable Turbojet Engines

In the last ten years, a development program was conducted by the United States Army Missile
Command (MICOM) on a family of small, expendable turbojet engines. This program
encompassed more than twenty low-cost, expendable engines fi oin different suppliers.

The objectives of the (MICOM) program were to demonstrate the pcrformance, mechanicalU integrity and operational characteristics of low cost expendable turbojet engines. This program
confirmed that turbojet engines offer several significant performance advantages over existing
solid rocket technology. Turbojet engines demonstrated an order of magnitude reduction in
specific fuel consumption, a virtual unlimited operating time, minimal visibility and IR signature
and full compliance with the Insensitive Munitions criteria [4]. The low specific fuel5 mconsumption of turbojet engines enables longer mission duration when compared to a rocket
engine of a given weight plus fuel. As an additional advantage the turbojet can be fully
throttled to opmate in loiter, cruise and dash modes.

The available data used as the baseline for the development of the PSTF are related to 19
engines which are described in reierence [4], and which include thrust ranges between 32 and

I 273 lb. To cover the full thrust range (up to 1000 ib), turbojet engines J402-CA400 and
F408-CA-400 from Teledyne CAE were included in the study and analyzed.

I-- Mutual characteristics of all engines in this class are single entry ram iWiet, an annular
combustor and a single-stage axial flow turbine. Some design variations exist which depend on3 mthe company where the engine was developed.

The five engines developed by Sundstrand Power Systems were based largely on the same
fundamental configuration. In all five of the engines the compressor and turbine are mounted
"back to back with a shaft forming a mono-rotor. All engines include a reverse flow combustor
and air blast atonization fuel injection. Engines are designed to include f shaft driven fuel-3 pump which pressurizes fuel for delivery to the atomizers. The metallic engines (TJ-20, -70, -
90) use single stage centrifugal compressors and radial turbines. The engine designs integrate

* the compressor diffusers and turbine nozzles to form a mono-stator. The TJ-50C ceramic
*, 3 engine model was designed with a single stage compressor and a radial turbine.

The engines developed by Teledyne CAE use single stage compressors,'slinger fuel injection,
and single stage turbines in the same general design configuration. Models 305-4, 305-7 and
318 use centrifugal compressors while, the 304, 304C, 305- 10 and 305-IOC engines are
designed with mixed flow compressors. All the Teledyne engines use axial turbines, except the
304 and 304-C models, which employs mir'A flow turbines.

The larger engines, J402-CA-400 and F408-CA-400, implement some different designs. The
J402 engine has a single entry ram air inlet, an axial centrifugal compressor, an annular

* 12U
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combustor and a single-stage axial flow turbine. The F408 engine includes the following3 design features: a two stage (axial and mixed-flow) compressor, a highwork turbine and fully
digital electronic control.

The two engines developed by TDI use a single stage centrifugal compressor, slinger fuel
injection, and a single stage turbine. The model TD7 uses a radial turbine while the TD4 uses
a mixed flow turbine.

The design of model SR30 was developed by TTL and includes a single stage centrifugal
compressor, atomizing fuel injectors, and an axial turbine. Model 120 developed by AGTD

.. uses a single stage centrifugal compressor, air blast atomizing fuel injection, and an axial
turbine. Neither model SR30 or 120 include the external fuel pump required to pressurize the

* fuel.

Williams International has delivered two engine models to MICOM for testing and is currently
working on two others. The two engines delivered are WJ119-2 and the P8910. These two
engines are almost identical externally but the P8910 is substantially uprated. Both engines are
axial flow turbojets that were intended to power short range tactical missiles such as NLOS.
Both engines use a six stage axial compressor, axial flow annular combustor and a single stage
axial turbine. The WJ1 19-2 is an integrated propulsion module (1PM) which consists of the
turbojet engine, fuel delivery system and tank, inlet system, exhaust system, and start system.
The WJI 19-2 IPM was designed as an integral part of the NLOS missile. The 1PM was
designed to withstand all of the structural loads, including very heavy shock loads during
ground transportation. The missile wings were attached to four lugs that were part of the
diffuser housing casting. Since the NLOS missile was fiber optic guided the bifurcated exhaust
nozzle was designed to prevent impingement of the exhaust gas on the fiber optic cable. To
provide symmetry in the engine installation the inlet system was also bifurcated. The fuel
system consisted of a elastomeric fuel bladder which was enclosed in a plastic fairing. The
bladder wrapped around the compressor stator and filled in the fairing behind the inlet scoop.
An electric motor driven fuel pump was mounted within the hub of the axial compressor. A
pulse width modulated (PWM) voltage drove the pump at variable speed to control engine
shaft speed and thrust level. The engine was started via a pyrotechnic torch igniter and start
cartridge. The start cartridge was nested between the legs of the bifurcated exhaust nozzle.

The P8910 engine was similar to the WJ 119-2 but since it was not an IPM it did not include
the fuel and start systems as part of the package. Since MICOM intended to test the P8910 in
a wind tunnel model of the LONGFOG missile there was a bifurcated inlet and exhaust duct
built for the engine.

Williams International is currently conducting tests on a 4-inch diameter turbojet designated
the P9005. This engine was originally designed and fabricated a part of the MICOM/ARPA
SENGAP program. The P9005 is a conventional turbojet and uses a mixed flow compressor,
axial flow annular combustor, and an axial turbine. Due to the small size of the engine the

I13
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omponin loding levels for the engine are higher than those of larger engines such as the3 WJI 19-2.

3.2 aVdlop Data
In previous sections a general description was presented for small expendable tu;4 .,jet engines.
Each of these engines can be evaluated on physical charateistics, or tested p'4. brmance. Both
ofthese categories are included in Table I where un-installed engine perfoviances are
presented.

The data shown indicates the most important information about these mines. Information
about the reference engine used for the preliminary design of the PST ' was derived from this
table. These data are a good representation of the overall characteris ic- for most existing
small, smpendable turbojet engines. This information together with a gine performance data
provides the reference basis for the preliminary design of the PSTF.

3 I3.3 Engine Mounting
All engines are mounted on a thrust stand using an engine adapter kit. Ea 't engine requires a

Sseparate interface between the thrust stand and the different systems of the, -st facility. Some
examples of engine mountings are described below.

The WJ 119-2 and the P8910 engines are mounted to the thrust stand via a mounting ring that
bolts to the wing mounts. The mount has a steel ring with four blades welded into it that mate
with the four wing mount lugs on the engine casing.. The ring is then attached to the frame of3 the thrust stand.

The P9005 engine uses a clam shell mounting ring. The lower half of the ring bolts to a stand
on the thrust bed The front of the engine diffuser casing fits into the mount ring and the upper
half of the mount ring is bolted in place around the engine.

II
I
I
I
I 14
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The test flcility should include a belimouth for engines that will be tested. Some examples of
belhnouth utments are described below.

3 The WJI 19-2 md P8910 had unique inlet airflow measurement requirements. On the WI1 19-2
it was found that the engine would not run statically with the flight bifurcated inlet system. Flow
separation at the inlet lip caused the engine compressor to stall. To cure this problem a plastic
Wring was fabricated to prevent inlet airflow uepenaion. To conduct static tests a special inlet
adapter was built with two sma ASME configuration bellmouths that bolted to the engine inlet
housing. The bellmouth dumped into a small plenum in front of the engine inlet with the plastic
Wring to prevent separation.

The P8910 was tested in two configurations. During"eaiy testing the engine had a single
annular inlet duct. A special bellmouth was built with an internal duct to bring the fuel, oil mist,
and instrumentation into the inlet housing hub. The special inlet bellmouth was calibrated on a
flow bench due to its non standard configuration. Later in the program the engine was tested
with a bifurcated inlet system that was built for testing in the LONGFOG wind tunnel model.
The inlet was fabricated from two molded carbon fiber and epoxy S-duct,, a mounting flange

m and machined aluminum lip adapters. The assembled inlet was calibrated on a flow bench to
obtain airflow versus delta P curves.

3 The P9005 uses a belhmouth similar to the early P8910 where engine services, fuel and
instnrmentation are brought into the engine via a tube in the center of the bellmouth flow path.
The P9005 bellmouth was also calibrated on the flow bench.

&5 Jet Pipe Requirements

During engine testing a jet pipe is usually used to simulate the exhaust conditions of an installed
engine. For larger engines jet pipes are used to provide a referee type nozzle for testing.
Smaller turbojet engines usually have integral jet nozzles and do not require any additional
exhaust treatment.

3.6 Fuel System Requirements

Depending on the type of engine, mode of control, and type of testing, the fuel system
requirements can differ greatly. Small turbojet engines require a low flow fuel supply (i.e. 20
pph-1000 pph), with pressure control. Some engines do not use a shaft driven integral fuel
pump. In these cases the fuel must flow from the tank to the engine at a fuel pressure high
enough so it can be directly transferred to the atomizer. Two options are available to satisfy this3 requirement: a pressurized tank or an unpressurized tank with a boost pump,

In these applications the fuel pressure level should be up to 150 psig. When engines contain the3 shaft driv-n integral fMel pump, pressure requirements are typically lower (below 40 psig). To
establish this pressure level the pressure regulator should control the pressure in the line if a

! 16
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boost pump is used, or in the tank if a prensurized solution is implemented. The fuel pressure
must remain stable throughout various operational procedures, static or dynamic conditions,
with low (20 pph) or high fuel flow (1200 pph).

A 1 O-micron fuel filter should be used in the fuel supply. A shutoff solenoid valve is used to
control the delivery or interrupt the fuel supply, according to the engine control requirements,
operator decision, or facility protection alarm. A servo valve is also part of the fuel system3 requirements and can be included on the engines or in the tes facility fuel system.

Accurate fuel flow measurement is critical to proper performance of the test facility. The
measurement system should accurately control the measurement of fuel flow through the
operating range (20 to 1200 pph), and respond quickly enough so timely fuel flow data can be
used for the engine control algorithm. The quantity of fuel stored in the tank must satisfy the
requirements for a maximum duration test or risk interrupting the test due to a limited fuel
supply.

I 3.7 Lubrication Systems

Many small expendable turbojet engines are designed for a short operational life and originally3 hd grease packed bearings which did not require an external oil ystem. In some applications,
particularly for development testin& the greased packed bearings were replaced with oil mist
lubricated bearings. For these caes the et facility requires an oil mist system.

In the propeoed facility, air flows from the facility air system through a 10 micron filter and
solenoid valve hito the air/oil mist generator. The mist generator decreases air pressure to 40-60
psig and sets the oil droplet rate to 2-3 drops/second. The air/oil mist flows through a 20
micron filter into the engine bearings. This is a typical configuration for an external lubrication3 system inside the test facility which may be required by some mall turbojet engines.

3.8 Starting Systems
3 These engines are all designed to be started using pyrotechnic torch igniters and st cartridges.

A typical torch igniter uses a fuel mixture containing magnesium, teflon and viton which when
ignited by a squib burns with a hot flame and many hot sparks. Since this would be costly in a
program requiring many engine starts, an alternative system for test cell testing has been
developed. Ignition is accomplished using a hydrogen/air igniter torch. The torch consists of a
torch housing with inlet orifices for compressed air and hydrogen, a flame tube, an aircraft sparkU igniter plug, and a control panel to set the gas pressures and turn the gasflow on and off. The
gases are regulated to approximately 40 psi above ambient pressure. Hydrogen and air are
injected into the torch housing mixed, and are then ignited by the spark plug. The burning
gases flow through the torch tube into the engine combustor where they ignite the fuel/air
mixture. The start cartridge is a gas generator device that uses butadiene rubber and ammonium
nitrate as the propellant blend.

I 17
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The air start system for the largest of the expendable engines must sustain high air flow for a
short time (10-15 seconds). A high pressure air supply is a reasonable solution, allowing storage
of a large quantity of air which is then used during starting. Regulated high pressure air passes
through a solenoid up to the irnpingement nozzles which are integral parts of the mono-rotor
housing.

3.9 Electrkal System Requirements
Most of the eaqxndable turbojet engines have no alternator installed and do not require power
absorption or measurement by the test cell. Some of the engines have abaft speed permanent
magnet alternators and require test cell load banks. The maximum electrical power to be
absorbed from any of the engines during testing is 6000W (J402-C4-400).

3.10 Installation Interface Requirements
To connect the engines with the test facility, pressure, temperature, and vibration connections as
well as fuel and oil mist hook-ups are required. There is also a need for high pressure cranking
air and supplies of air and hydrogen for the torch igniter. The engine requires a mounting frame
which then mates to the thrust stand. Electric power is required for the spark igniter, the torch
and to run the engine fuel pump.

3.11 Engine Control Requirements

Ther are several speed control methods for small expendable turbojet engines. Most of these
are closed loop speed control systems and the purpose and philosophy behind each is similar: the
controller stores various control function tables and generates control signals by monitoring the
engine speed signals and command speed requirements. The controller then altes the fiu flow
drive signal based on these stimuli and adjusts the engine speed to the proper level. Starting the
engine requires precise logic to ensure that the compressor does not stall at the end of the start

Ssequence. After the engine reaches a preset sed start cutout occurs and the engine operates
on a governor based control system.

To perform static performance evaluations at the test facility each manufcturer must provide a
fuel control system for the corresponding engine. Each fuel control can be viewed as a self
contained system used to start, operate and throttle the engine. Usually the system consists of a
PC based controller, a nmagnetic speed pick-up, pressure and temperature transducers, and a fuel
control device. The fuel control algorithm is mostly based on the calculated engine speed and
the inlet pressure and temperature. Each of the control systems is tailored for specific fuel
metering devices and other specific engine configurations so it will not work with any other
engine.

K When engfne petformance evaluations are conducted'by the engine manu at their
facilities, speciplized fuel control systems are acceptable because these facilities test only a few
different engine models and dedicated hardware configurations will not be overloaded. In such

I 1nin
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facilities engine control logic is evident to the user and control logic algorithms can be adapted
or modified on-fine.

Specialized systems are not appropriate when engines are tested at other facilities such as the
PSTF. This facilty will potentially be used to test a large number of small turbojet engines.
This concept can have many disadvantages if the manufacturer's fuel control solutions are
implemented [26]. Some of these shortcomings are:"

I -The hardware configuration required is complicated and heavy.

S-Each control system is independent and tailored for only one engine model.

-The control algorithms are not reconfigurable.

-Engine start sequencing is non-existent or extremely limited. In many cames an3 external control sequencer is required.

In a situation where the us has a need to evaluate a number of turbojet engine models from
different manuhaurers, using a separate fuel control system for each engine model is
impractical.

To provide the optimum solution for multi-purpose facilities, the ideal fuel control system is
generic in nature and readily adaptable to accommodate a variety of engine models, fuel
metering devices, sensor configurations, and control algorithms.

The development of such a system requires the resolution of many problem, especially
regarding transient engine control throughout acceleration and deceleration periods. To arrive
at a stisfaory solution a few of the following design requirements should be implemented.

-The basic test facility fuel system should be flexible yet stable in both transient and
steady-state operation.

-The fuel system should be personal computer (PC) based.

-The response time of sensors, conditioning and converting units must be very short
to allow for the dynamic performance of the whole system.

-The control algorithm must be softwore reconfigurable and easily operated.

-Safety protections must be included which automatically stop the engine if the safety
limit is exceeded.
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-A manual software stop and a physical electrical engine stop command should be3 provided.

-Automatic and manual engine control sequencing is required.

I -Manual engine throttling should be software based and digitally entered from the PC
keyboard.

I-An automatic mode for engine throttle commands is required with timed profiles.

3 -The system should include universal electricel interfaces to accept different metering
devices and sensors.

-The software should be recon~gurable to accommodate different hardware

configurations.

SI -A calibration capability must be part of the software and hardware system.

Most of the above design requirements are based on MICOM research on control of low cost,
expendable engines preswned in reference [26]. The results of this experimental evaluation
program demonstrated the generic nature of the PC based fuel system which successfully
controlled engines under steady-state and transient conditions, even with different fuel metering
devices. The knowledge and experience in developing the PC based fuel control system will
allow MICOM to develop and implement this solution in a basic fuel system configuration which
will be initially installed in the PSTF.

i
I
I
I
I
I
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4.0 ENGINE TEST PROCEDURES
I F•ng•e test facilities should enable users to conduzt comprehensive test programs intended to

fully demonstrate the static operating ¢hara•eristics ofturboj• engines.

I Engine procedures required test are:
Sfor all f•Uities

I 1. Engine starting and shutdown

2. Engine and fuel control system functional check
I 3. Engine performance tinting

I Within these activities the following performance investigations cam be performed:

.Start impingement trials
I -Ignition envelope detmnimfion

-Start fuel scheduling and algorithm development
.Ac•enttion dmracterimics
-£•lmfion charmerimics

-Operation at 100% speed
• Optimization of propelling nozzle area
-Engine perfornvmce calibration tm

-Control system development
i -Ivlinimum sustained spe•l characterization

-Dynamic rotor investigation
.Alternator loading test ---

i -Durability test

Understanding the ensine test proc•ures is a very important factor in the development process
I of my teat facility. The design must enable the operator to conduct test procedures in logical

and rational ways, A description of the proceduta typical during operation ofthe PSTF is listed
in the following •'tiona.

_ II 4.1 lPrepmtion for Tmtlq .,.

i In the preparation phase the engine is mounted to the thrust stand. To finish engine installation
all interfaces should be defined. Etch engine must have installation drawings with relevant
information about the interfaces that will be used. A typic• fist of interfaces followo:

I .BelImouth

-Jet pipe
I .Adapter between engine and thrust stand

-Fuel inlet adapter

| ,.l

!
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-Oil system adapterI -Ignition system

-Pressure mt adapters
-Temperature probes
-Vibration adaptors
-Arrangement of speed probes
-Air start adapters

*-Adapters for engine drains
-Hydrogen torch adapters
-Alternator conne•tor
-Electrical interfaces
-List and codw of instrumentation to be used

I Some of the test procedures can require special adapters and instrumentation that will be
installed on the engines.

i 4.2 Pretest Checks

Before any operation the engine facility service system must be checked as follows:

-Fuel tank level
-Oil level in mist generator
-Readiness of fire protection system
-Electrical service availability
-Air intake door position
-Air system pressure
-Air condition status
-Hydrogen system prcsure
-Proper installation of all engine interfaces
-Engine limits adjusted

U Before the engine can be started the ignition system must be checked to ensure that it is
fuictional. Audible sparking should be confirmed prior to continuing pretest checks. With the
fuel supply connected to the engine and pressurized to the operating pressure level, the engine
must be closely examined for any toel leaks. All leaks must be repaired prior to ontinuing the

* test.

The engine inlet area should be visually inspected for damage caused by foreign objects, system
leaks and the condition of the inlet duct instrumentation. The exhaust area should also be
checked for any damage.
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4.3 Engine Testing
The engine should be stawted using start sequencing and the closed loop speed control system.
The engine conditions and parameters must be observed throughout the starting period. If any
irregularities are found the starting procedures must be stopped. The starting time in the test
protocol and the engine data at idling speed must be recorded. The idle speed should be
adjusted and the engine checked for leaks. The speed must be slowly increased up to the
maximum speed, adjustments made and parameters recorded. If all parameters are within
acceptable limits, the speed should be reduced and the engine cooled and shut down. After
these initial checks and adjustments the engine is ready for performance testing.

i The performance calibration Test Matrix describes how the flow chart performance curve shall
be established. One example of this matrix is shown in Table 2.I
Engine
Speed 60 60 70 70 80 80 90 90 100 100
[%1

Time 60 30 60 30 60 30 60 30 60 30
I .oa[See] ,

Load 0 750 0 1000 0 1000 0 1000 0 1000

Table 2. Performance Test Matrix

Using these procedures all engine parameters are recorded and performance curves for the most
important engine paamteters (thrust, EGT, SFC and airflow) are established.

A durability test carn be run to prove the engine performance or time life throughout a certain
period.

Transient testing demonstrates engine acceleration and deceleration characteristics. Usually the
acceleration time from idle to 100% speed and conversely, the deceleration time firom 100%
speed to idle should be determined. To identify the optimum transient response characteristics
the fuel control system gains should be adjusted. If performance testing and transient
characterization are successfully completed a special dynamic investigation could be performed.
Through all types of testing programs the vibration level and other engine program test
parameters must be kept within engine operational limits.

I .Turbojet engines are affected by the ambient conditions in which they operate. To evaluate
performance, engines are tested and parameters are recorded in different ambient conditions.3 Measured parameters must be corrected to the values corresponding to standard ambient
conditions.
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Methods for correcting parameters can vary between engine types and models so correction
procedures should be contained in the test specification. Most engine parameters are normalized
as a function of total temperature and total pressure at the engine inlet. The basic normalizingparameters are:

1. 0 - Observed inlet total absolute temperature / absolute temperature of ISO sea level
standard day reference atmosphere.

2. 8 - Observed inlet total absolute pressure / absenlute pressure of ISO seal level
standard day reference atmosphere,

Usually, correction of the major engine performance parameters requires the use of the5 following correction fiuctions:

0 Corrected rotor speed N&

N.
Iw

where N is observed speed

I * Corrected thrust Fc

I

I where F is observed thrust

* Corrected airflow rate W',

where W is the observed airflow

* Corrected fuel flow rate Wfcr

I where W!. is the observed fuel flow.

* 24
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* Corrected exhaust temperature T4e

T4 T4

3 1where T4 is the observed exhaust temperature (EGT)

I Corrected compressor discharge pressure P2.

A 2P2I
where P2 is the observed compressor discharge pressure

Prior to the calculation of the corrected parameters the observed values must bf idjusted forI instrumentation errors if applicable. These errors are established during instrumentation
calibration.

SThe importance of proper calibration of the test cell and its instruments cannot be
overemphasized. This procedure firmly establishes the accuracy of the individual instruments
and system measurements.

Each experimental program can produce voluminous quantities of data, especially if a data
acquisition system used. Already there is a great tendency to measure everything that is
possible, often without regard for how the data will be presented later. The test report should
specify which parameters to measure and present data in a hierarchical form.
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5.0 GENERAL TEST SPECIFICATIONS
The Portable Static Test Facility for Small Expendable Turbojet Engines is being developed to
permit static test evaluation of a wide range of small turbojet engines with thrust levels ranging
from 50 to 1000 lb.

Each of tie twenty-one (21) small engines described in Section 3 is characterized by different
requirements with which the test facility must comply. To satisfy the overall requirements
engine specifications are analyzed and used as preliminary design input data.

From Table I the minimum and maximum values are extracted. Using these data a matrix
specification is generated as shown in Table 3. The acoustical data, estimated noise spectrum
and overall sound power level ,re calculated using the methodology described in reference [31].
These data are shown in Figure 1.

To generate design input data for different systems an analysis of each individual system was
I conducted. As a result of this analysis (shown in Table 1) the design range was established for

the PSTF and is shown in Table 3. The design range in Table 3 is not equal to the main-max
window, because each of the values has some specific requirements. For example, in Table I the
minimum and maximum flow values correspond to the smallest and largest engines, at maximum
speed (100%). These values cannot be. used for the design range becaLse the smallest engine
will run below the maxwmum speed ane the design reuirements for the 1el system must include
a stable supply of iiel and m.niurement for an extendt4 range as showA in T3ble 3. Similar
procedures ir&e coiuct•d for other values. Ferfc-.n•nce mrueasement of small tu,-bojet engines
is the primary ftinction of the tW. facility. To access the •.ic engine Wfbimance parameters,
the thrust, fuel flow rate, rirfiow rate, exhaust temprature, vibratioai etc. must be verified or
calculated Irom othxr mcasurements.

Engine D L Wp N*d F EGT SF , , W ,.~ L,.
Data . in lb lb j I F lb/hr/lb PPH psi lb/sec ib/sfc dBA
Min 4 9.15 595 7.35 32 1123 0.971 50 1 0.77 0.05 W43

Vaiue -

Max 03.18 32.08 145 136.5 1008 2130 i.726 989 1501 16 1.85 156
Value I -

Design 4-15 8-32 5-150 0-150 1 20- 1000- 0.5-2.0 20- 5- 00-16 0.05- 156
Sge- 1000 j2500 1200 150 2.0

i Table 3: PSTF Design Range Matrix

I
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* Turbojet Nois Spectrum
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Figure 1: Noise Spectrum for Reference Engine

Each engine that will be tested in the PSTF must bave a program of testing that includes a list of SI instrumentation that will be used. The same engine tested for different programs requires

different lists of instrumentation. A list of instrumentation contains:

U[ -Description of measured paraneters
-Symbol of parameters
-Type of measurements
-Range
-Units
-Accuracy, if not a standard

An example of a list of instrumentation is shown in Table 4.

By using the requirements of diffevent engines expressed in a fist of instrumentation the minimal
- measuring configuration for the PSTF can be established. In special cases, some additional
* instrumentation can be installed in the engines or test f.cility
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_I SYMIBL DEION TP _ H

I ___

I NJ Engine Speed I SP 0-60000 rmm

.2 N2 Enidne Speed 2 -SP 0-60000 lpm

3 F, Thrust Cell LC 0-1000 lb
4 F2 Cal Cell LC 0-1000 lb/hr
5 Wf Flow Meter 1 FM 0-2400 lb/hr :0.25%

.6 P Barometer Pressure PT 14-15 psia
7 T, Ambient Temv TC 0-150 vsia

8 Al Inlet Total Pressure I PT 0-17 Dsia
9 P.1 Inlet Static Pressure I PT 0-17 psia..
10 P, Inlet Rake Total Pressure 2 PT 0-17 psia
11 Inlet Rake Total Pressure 3 PT 0-17 psia
12 P, Inlet Rake Total Pressure 2 PT 0-17 DEGF
13 X_ Esu-
13 EGT I Exhaust Gas Temperature 1 TC 0-2500 DEGF-14 EGT, Exhaust Gas Temperature 2 T. 0-2500 DEGF
15 EGT4 Exhaust Gas Temperature 3 TC 0-2500 DEGF
16 EGT. _ Exhaust Gas Temper aturye 4 TC 0-2500 DEGF_____
17 EGT, Exhaust Gas Temperaure 5 TC 0-2500 DEOF
18 EGTs Exhaust Gas Tempeature 6 TC 0-2500 DEGF
19 EGT, Exhaust Gas Temperature 7 TC 0-2500 DEGF
20 EGT5  Exhaust Gas Temperature 8 TC 0-2500. DE. _

21 P1.1 Exhaust Total Pressure 1 PT 0-50 psi _ _

22 , Exhaust Total Pressure 2 ... T 0-50 .sig ....
23 A" Exhaust Total Pressure 3 PT 0-50 psig
24 A" Exhaust Total Pressure 4 PT 0-50 .jsij
25 CDP Compressor Discharge Press PT 0-100 Vsi _

26 1 P. Aft Compressor Pressure PT 0-100 isi _

27 P Aft DiffBackplate Press PT 0-100 si
28 P, Rear Case Press PT 0-25 osit
29 T&, Front Bearing Temperature I TC 0-300 DEGF
30 Tt Front Bearing TemPerature 2 TC 0-300 DEGF
3.1 T.., Rear Bearing Temoerature I T(C 0-700 _DE _F

32 TLA Rear Bearing Temperature 2 TC 0-700 DEGF
33 CIT, Compressor Inlet Temperature 1 TQ 0-200 DEF
34 1 IT2 ComPResor Inlet Temmerature 2 TC 0-200 DE _F

35 T•, Fwd Turbine Cavity Temp I, T.,, 0-1000 DEGF
36 T" Fwd Tuine Cavity Temp 2 TC 0-1000 DEGF
37_ T. Aft Compressor Temperature TC 0-500 DEGF
I38 T Fuel Temp TC 0-150 DEGF.
39 CDT, Compressor Disch Temp 1 TC 0-700 DEGF
40 CDT. Compressor Disch Temp 2 . T 700 DEOF
41 .. Inlet Vibration AC 0-4 ips

Table 4. List of Instrumentation

I
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I 6.0 TEST FACILITY DESIGN CONSIDERATIONS
6.1 General Test Facility Requirements3 Accurate, controlled testing ofjet engines requires an installation where engines may be operated
throughout their fidl thrust envelopes, under conditions simulating the operational envi onment
and with sufficient instrumentation to assess their performance parameters. These installations,
known as jet engine test facilities, have taken many forms ranging from fixed installations to
portable facilities, and from altitude test facilities to ground (sea) level test facilities. Different
designs and applications of turbojet engines along with large variations in size have resulted in
many different designs of test facilities.

The altitude test facility mimnrs the complete altitude-Mach number envelope that a jet engine
could experience in service. Ahinost all jet engine altitude test facilities have the engine installed in
such a manner that the inlet air flows through ducting directly into the engine, while the whole3 assembly is mounted in a test chamber to maintain the appropriate altitude pressure. These
facilities require meticulous attention to air flow-path design along with sophisticated
instrumentation for total presmsre and temperature measurements to prevent disturbance of the
flow or distortion of the air pressure profie. When cow.pared with ground level test facilities,
altitude test facilities are substantially more expensive in both installation and operation. Despite
the limitations of ground level facilities they still serve as cost effective tools during production,
and research and development.

Ground-level test facilities are designed to operate under prevailing environmental conditions ofI pressure, temperature and humidity. These facilities can be sub-divided into two groups: the
outdoor installed thrust stand and the indoor (enclosed) test cell. An important central issue to jet
engine testing is the compromise which has to be reached between the need for accuracy of
performance measurement and the need for a reliable test environment. An outdoor"free-field"
test environment represents the ideal conditions to obtain true thrust measurements. In no-wind
conditions the scale force measurement is a direct reading of the gross thrust at the given
temperature and pressure, which means that measured thrust is equal to the "true" thrust of the
engine. This benefit makes the outdoor test facility an attractive design for engines undergoing3 sea-level performance evaluations. However, the major limitation of these facilities is that they
are subject to the ambient environment. Outdoor testing results are so strongly dependent on the
weather, wind strength and direction, humidity, and precipitation, that these facilities are not
practical when the goal is a stable, reliable and repeatable assessment of engine parameters.
Another problem that is related to the use of outdoor facilities is the impact of the high noise level
generated by turbojet engines. In outdoor facilities noise is not locked inside, requiring that such
facilities be located far away from populated aras. Also, outdoor facilities are not suitable for
operation in environmental conditions which are either very hot or very cold. As a result of the3 highlighted disadvantages of outdoo" facilities, engine testing overall is moving to indoor
facilities.

I
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Indoors, a ground level fadility test cell is designed as an enclosed area with an engine mounting
structure intended to provide stable, repeatable and accurate engine performance testing
conditions. To determine the actual rerformance characteristics of an engine during testing the
interaction between the engine and the test cell must be specified. Comparative performance
measurements were conducted by the Advisory Group for Aerospace Research and Development
(AGARD), to investigate the similarities and the differences in turbine engine performance
measurement capabilities at the various test facilities located within NATO countries. The results
of these experiments, and similar experiences in other testing found that differences in critical
engine parameters were noticeable, even for the same engine used as a transfer standard. It has
been confirmed that each test cell has an individual effect on measured parameters which is
denoted as the test cell correlation factor.

The most important parameter of a turbojet engine is the thrust value. However, the test cell
environment has a significant influence on the measured thrust. Besides the thrust, other engine
parameters also significantly depend on test cell characteristics. Usually the correlation factor has
various levels for different parameters, but the determination of a correction factor is necessary to
identify a reference engine and a reference test facility. When the same test facility is used to test
a number of engines of different size, as with the PSTF, the problem is more complicated. The
very large difference between the smallest (50 lb) and the largest (1,000 lb) engines requires
separate design considerations for both extremes, especially as it relates to test cell aerodynamic
performance and measurement systems.

The determination of the aerodynamic performance of a turbojet egine is a complex process.
The configuration and accuracy of the instrumentation and many other features will influence the
perceived performance of the engine. Factors which could have an influence on the perceived
engine data are the test cell environment configuration, the methods of data acquisition and the
correction of engine parameters. Depending on the type of test (i.e. production acceptance,
developmental or research test), different standards and configurations of instrumentation, test3 procedures and analysis techniques may be required. Although it is highly desirable to install
common instrumentation for the test facility which will satisfy the needs for different types of
tests, caution should be used to recognize variations of measured engine parameters and types of
engine operation which will be monitored. Three genral, classifications of engine conditions are
often defined: steady state, transient and dynamic.

I Steady state conditions correspond to the situation where the turbojet engine is running at a
nominally fixed operating point and when engine parameters are stable with time. Even in such
tests it must be recognized that the engine cannot be held at a constantly precise level throughout
a set period of time and some moderate variations must be expected. These factors should be
considered when designing the instrumentation and estimating the degree of measurement
uncertainty within the engine test program. Typically engine test specifications allow time for
stabilization of aerodynamics and structural temperature gradients at each point before the final
measurements are recorded.
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1 Transient conditions are those in which a relatively slow variation is induced during engine
operation (i.e. engine acceleration), for which instrumentation capable of accurately quantifying
the performance characteristics should be included. The instrumentation must be capable of
detecting the boundaries of instability in turbojet engines, such as surge, rotating stall, etc. and3 changes in performance due to transient operation.

Dynamic measurements that characterize the variation of parameters at high frequency require an
instantaneous point measurement or spectral behavior characteristic analysis to determine real
processes. In particular, instrumentation which is not usually part of the standard test facilities is
required for dynamic measurements.

The basic principle of any measurement is to minimize the disturbance cf the measured parameters
and eliminate any influence on the system under operation. In an engine test cell this problem can
be a serious consideration. In particular, it is critical to minimize disturbance of the parameters
and influence on the system in the fields of pressure and temperature measurement. For accuracy
purposes it is necessary to verify the performance of all probes to ensure that they are of adequate
strength to withstand all aerodynamic loads, including the extreme values which may occur during
unsteady testing or high temperature conditions. It is also very important to verify the vibration
characteristics of all probes to prevent conditions which could cause error or which are potentially
hazardous. These issues are opposite to the air flow disturbance problem. The insertion of
probes into the engine will certainly create a disturbance in the air stream, which could result in
significant changes to the engine parameters, All measurements which could hAve an influence on
the air flow distortion should be considered and appropriate instrumentation used to obtain
reliable evaluations ofjet engine performance. Distortion of air velocity and pressure need special

* 3consideration in cases involving test facilities for small turbojet engines. Small engines with
narrow flow passages, unusual flow path configurations and high rotational speeds require
instrumentation techniques which are appropriate to their size. In small engines the influence of3 the measuring probes on the measured flow is more substantial because of the proportional size of
the probes to the air flow. The presence of measuring probes and pressu'e losses by
instrumentation flow blockage directly degrade the performance of jet engines.

A measurement system is composed of many sub-systems (including sensors, scanning devices,
power supplies, transducers, cabling, data acquisition and processing control), each interfacing
with the next. The design of the measurement system depends on the type of testing to be
carried out. For example, the requirement may be limited to steady-state testing or it may be
extended to include transient conditions. In routine acceptance testing it is usually sufficient to
limit testing to shaft speeds, fuel flow, thrust, tailpipe temperature, air inlet temperature and a few
miscellaneous pressures and temperature. Development and research testing on the other hand
demands more detailed measurements which can result in the recording of several hundred
individual pressures and temperatures.

31



I

The design of measurement systems for ground-level test facilities must include detailed
definitions of the elemental measurement systems (type, range and quality), with an analysis of
measurement uncertainty for each part of the system. The first step in the estimation ofI uncertainty is to prepare a careful and complete description of the measurement process. This
description must account for all of the basic measurement systems which will be used in the
process; the test facilities, the test objectives, the sequence of the tests to be performed, and an
analysis or math model which will be used to combine and interpret the basic measurements. As
part of this analysis, calibration systems sbould be established as an important feature, to reduce
the uncertainty of the engine parameter evaluations.

One of the most important parameters to be measured is thrust. The engine is mounted on a
platfrm which is movable in the axial direction, but rigid in other directions. The load cell should
be carefully designed to be accurate and sensitive to axial loads, yet have a very low sensitivity to
off-axis loads. The thrust stand must provide very low hysteresis levels, in particular when the

I: measured thrust is very low, as in the case of small turbojet engines. When the difference in thrust
measurements is large the test cell design must consider the need to provide a separate thrust
stand for small and large engines. A simple, precise, and reliable calibration system should also be
provided.

Data ftom various sensors for all turbojet engine test facilities are collected through a data
acquisition system. This computer-based system allows totally inteactive, on-line, real time data
acquisition and corrections. The major advantage of these systems is that they remove the "slow"
operator response and allow the operator to remain directly involved with the system. Data
acquisition techniques can affect engine performance measurements significantly. All segments of
the data acquisition system should be carefully considered: low level analog signals, line length
and quality, digital data transmission, signal conditioning, electrical noise, multiplexers and
scanners, A/D converters, filters, interfaces, calibration, etc. Data reduction, processing, display
and storage are also important parts of the data acquisition system. General requirements for the

l*i data acquisition system for turbojet engine test facilities can be summarized in a few basic
features:

-Fast sampling at high acuracy
-Easy storing and processing
.Quick and simple application configuration
-Software and hardware portable across applications
-The number of input channels should be expandable to meet different requirements

I All application software run on the data acquisition system must be calibrated and verified. To
establish the real performance ofjet engines the interactior between the engine and the test cell
characteristics must be evaluated. The test cell influence factors are dependent upon the
configuration of the test cell, particularly the primary and secondary inlets, augmentor tube and
exhaust stack configurations. Airflow demand of the engine, total cell airflow, engine position in
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I the test call, ambient conditions and surrounding configurations are also important factors that
could influence the performance evaluation of an engine. A modem ground-level test facility must
have an inlet design which eliminates any possibility of the formation of flow distortion or vortex

I generation. Inlet type screen density and inlet baffles influence the flow uniformity, pressure and
temperature distortions. Together with the exhaust system, the test cell inlets define the test cell
bypass ratio. For very small sized test cells like the ono currently being designed, the inlet and
exhaust systems should be designed in such a manner that test cell performance is independent of
outside wind direction and magnitude. Although the PSTF contains a small sized test cell, it must
satisfy the primary requirement of correlating with the test cells of the engine producers. It must
provide for only minor differences and variations in performance evaluations for small turbojet
engines, the same level that currently exists in other facilities.

The fuel supply package, as part of the test facility, must be designed to deliver a stable supply of
feel to the engines under test conditions. The fuel system includes a feel reservoir, a pump, a
filtration package, and a control and measuring section. The system should consist of an assembly
that contains all the interfaces between the engine and the facility's fuel supply. To eliminate the
possibility of contamination of an engine and the sensitive components of the system, all plumbing
must consist of stainless steel lines and fittings.

The test facility design requirements include considerations of fuel supply, different types of fuels
and delivery pressure to the engine that could be required at different pressure levels. In
particular, this can be required when very small engines are tested and when the fuel pump is not
part of the engine but is already part of the auxiliary system. A drain should be included in the
test cell that allows for draining of any discharge into a flammable waste-oil container.

A lubrication system is usually installed on turbojet engines as a self-contained system. In special
cases some engines require an external system using an oil-mist supply from the test facility
installation, This system should be designed to satisfy the engine's requirements.

An engine start system consists of many different possibilities for different engines. For small
turbojet engines the starting system can be electrical, pyrotechnic, low air, or high air
impingement pressure. Some engines use a hydrogen torch for ignition purposes in place of a
pyrotechnic igniter. The test facility design must include all types of start systems to enable3 starting of any kind of engine that will be tested.

The test facility must consist of the necessary equipment to support the generators that could be
installed on the engines. Also, loading systems should be designed to cover these cases. The
generator loading system should be able to provide the loading to the engine at different steps
according to the engine test specifications.

Electrical system requirements include the proper design of electrical lines and installation
according to relevant standards for such facilities, and properly sized noise protected lines must be
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used. Special caution must be used for low level analog signals that are subject to other
degrading influences such as system noise and interference between adjacent lines. Accuracy of
the signal conditioning and conversion to digital format is critical for proper design of the test
facility. The test facility must include a properly designed grounding network with low resistance
connections between the modules of the PSTF. Grounding rods must be driven into the earth and
tied to the grounding network to drain off static buildup resulting f'rom high airflow through the
facility. The frames of all major test cell electrical equipment should be connected to the
grounding network. .

An intercommunication system connecting the control console and the test cell should be
provided. This system will be used for engine test preparation or during the actual testing when
something needs to be done inside the test cell.

The test facility design requirements should also include a closed circuit television system (CCTV)
to enable enhanced visual monitoring of engine tests.

Safe operation of the test facility is one of most important parts of the design requirements.
Engine inlet protection from foreign objects must be provided by using a screen on the inlet side
of the test ceal. This solution will also be implemented to improve airflow distribution in the test
cell plane upstream from the engine inlet. The test facility design must include a review and
interlock system for each part of the system that could interfere with engine operation. Test cell
protection is necessary to prevent access by unauthorized persons to the test call during the
operation of the engine.

The jet engine test facility environment is substantially impacted by the high noise levels generated
by turbojet engines. Noise reduction in the surrounding environment is one of the primary
objectives in the design of the test ceil. Taking into account the attenuatiop of sound over
distance the allowable noise level at a reference distance ftom the test facility should be
calculated. These calculations will result in a determination of the noise insulation needed for the
test cell walls, air intake and exhaust. The design of noise suppression for the jet engine test cells
involves a compromise among design constraints related to the aero- and thermodynamic
requirement (already mentioned), engine performance and operation, size of the test cell and the
limitations of the materials used in construction.

Fire protection must be one of the flmdamental questions that will be taken into account during
the design phase of the test facility. From the equipment layout to an analysis of potential fire
hazards, a proper fire protection plan and a test facility fire protection system must be carefully
developed.

Another important part of the test facility design is related to providing and maintaining a
comfortable space for the equipment and the operator, during changing environmental conditions.
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3 6.2 Test Cell System Design Considerations

The turbojet engine test cell is a critical part of the test facility. During the past few years there
has been considerable research into the aerodynamic phenomena inside and outside test cells. The
research work has led to a greater understanding about the fundamental importance aerodynamics
plays in the engine test cell. Together with the development of the large turbofan and turbojet
engine many new improvements have been made to satisfy the required engine operational
stability, aerodynamic requirements, and acceptable acoustic performance.

3 Previous research was conducted using numerical techniques for predicting the behavior of fluid
flows inside a test cell. Several computer models have been developed that use conservation
equations for mass, momentum and energy, reduced to.their finite, nonlinear algebraic form. The
earliest two-dimensional computer models were based on analyses of vorticity and stream
flmctons. Pressure and velocity were then calculated after a convergent solution had been
obtained. It was shown later that this technique has several serious disadvantages [I I]:

-It results in large errors in predicted pressure distributions.

n -It is restricted to areas with constant density flows.

-The boundary conditions are difficult to determine, particularly when the model
needs to be extended to three dimensional flow.

To overcome these difficulties further investigation was directed towards developing new models
based on pressure and velocity (p-v) as variables [11]. Adaptation of this model required the use
of several approximations:

-The engine, by necessity, was positioned at the axis of symmetry, which is not usually the
situation in actual test cells; thus, the results of the velocity distribution in the secondary flow
(the flow around the engine) could be different from the predicted value.

-The actual test cell cross section is mostly rectangular, while the engine belfinouth, tailpipe
and augmentor tube are cylindrical. The computer p-v model is based on the approximation
which urs three concentric cylinders with cross-sectional areas equivalent to the physical
cross section of the test cell.

-The engine was modeled as a cylinder with a diameter equal to the actual nozzle exhaust
3 diameter.

Results achieved using the p-v model also demonstrated many difficulties and differences when3 compared with the actual data. Results depended on the level of air flow. At low flow rates the
convergence was quite similar for both models. However, at higher flow rates the p-v model had
better convergence than the vorticity and stream function models. In particular, the p-v model is
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a better predictor of pressure variations inside the test cell. Both the p-v model and the two-
dimensional model, similar to a number of other models, require that the user be very
knowledgeable and experienced in specifying boundary conditions for the various augmentor
combinations.

Many other approaches were tried in determining the test cell aerodynamic performance
characteristics using more advanced computational techniques. Kromer-Oehler and Dietrich [24]
investigated the problem of test cell flow analysis using a combination technique. It was a
developed method which allowed solutions for the front cell and test chamber areas, including the
flow into engine beihmouth and around the engine and tL st stand. Validation of this method is
demonstrated by the experimental examinations obtained from Freuler and Dickman [2].

i The most comprehensive investigation of the test cell aerodynamics was done by Karamanlis et al.
[I]. They conducted a ,ileoretical and experimental investigation of test cell aerodynamics, using
a combination of severnl flow analyses to provide the flow function distribution and to determine
the preliminary performance of the exhaust system. To determine the test cell flow requirements
for some engines a one-dimensional ejector analysis was developed. This analysis was based on a
compressible, steady, voiform and isentropic flow, which is an ideally mixed condition for the
engine and the secondary flow of the test cell, assuming either constant area or constant pressure
mixing. Using this model the test cell incoming flows and the exit flow can be specified in both
subsonic and supersonic cases.

Using the results from that analysis as the first step of the complex aerodynamic performance
assessment, Karamanlis developed a two-dimensional, axisymmetric flow-field analysis. This
analysis gives a inviscid flow solution for the test cell chamber area and collector pipe entrance
area. By using Navier-Stokes equations it is possible to determine the flow field. Further, by
using the STC (stream tube curvature) analysis an evaluation can be made concerning the mixing
problem in the exhaust collector pipe. The results presented in reference [1] confirm that this
analysis is able to be used in providing a measurement of the test cell flow field properties such as
pressure, temperature and velocity of the two interacting flow streams through the augmentor
tube. An experimental validation of these theoretical investigations confirmed that there is aI strong correlation, and it also proved that this model could be used a a first step in aerodynamic
performance assessment.

I As mentioned above, using mathematical models to determine test c aerodynamic performance
characteristics resulted in limited success, requiring the use of some additional tools for more
reliable and more accurate predictions. One of the most useful supplemental tools for determining
pressure and flow distributions and for investigating the interaction between the test cell and the
engine characteristic is scale model testing. When the scale model is developed and approved
with full-scale test cell results it can be used successfully to determine the aerodynamic
performance characteristics.

I
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Model testing is a powerful tool for predicting the air flow in full-sized test cells and for studying
the air flow characteristics in a test cell. Using scale model test methodology it is possible to
determine test cell performance, either for new test cell design purposes or for modifications of
existing cells. This technique is useful for determining the test cell envelope for different sized
engines and for assessing the capability of the test cell in future engine testing. In combination
with flow visualization techniques, it is possible to illuminate flow patterns.

A number of scale model engine test cell investigations were conducted to improve the
performance of the existing test cell and to recommend clearly defined modifications. The results
of the research were announced by Freuler [8,9] and Karamardis [1,12], and were confirmed by
filj-scale tests after modification. These investigations demonstrated the impant of the various
components on the test cell aerodynamics. Acceptable test cell aerodynamic performance
boundaries have been determined by flow visualization techniques, and by the measurement data
recorded by transducers located at different points in the test cell. A very important achievement
of scale model testing is that the results of the investigation produce an extensive database and
library for different test cells and engines. These results can be transferred to the other test cells
to provide a baseline for problems connected with aerodynamic performance.

A number of comparisons have been made between scale model testing and full-scale investigation
[1,8,9]. Data gathered during these comparisons, has shown that there are some differences
between the two techniques. The most important differences found are in the front cell airflow
indication and in the test cell bypass ratio. The front cell airflow in the full-scale test was 14.5 to
16.5 percent higher than the measured airflow in the model test [9].

To explain the differences between the model and the full-scale test cell, a number of possible
influences need to be considered. The effects which have been investigated and often suggested
are stipulated below:

-Velocity measurement and instrumentation.

-Difference between the model and full-scale exhaust temperatures.

-The exhaust plane thrust measurement, of the engine simulator.

-Total pressure loss in the test cell exhaust system.

-The design and implementation of the engine simulator

Through dedicated research work each of the mentioned phenomena has been examined. It has
been confirmed that even hot wire instrumentation can be subject to a variety of errors, and that
disagreements in data are not a result of velocity measurement problems. A similar conclusion
was reached explaining the differences in exhaust temperature between the model and the full-
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I scale test cell, but the research has not found a significant effect on pumping performance. It is
indicated that there are minor differences in the measured thrust, caused by the calibration
problems and "free-field" phenomena. The total pressure losses in the test cell exhaust system, as
was described previously, have a significant impact on test cell pumping performance. It has been
determined that the simulator exhaust airflow rate is more critical than the exhaust loss
predictions. To improve scale model techniques it is necessary to make corrections in the
prediction methodology of the exhaust airflow and to reduce discrepancies between the two
comparative results.

Research has confirmed that there is no established methodology for assessing the aerodynamic
performance of the turbojet engine test cell. Rather than deriving conclusions about any singular
method of approaching the problem, investigations have clearly demonstrated that predicting test
cell aerodynamics is a several step process. Each of the test cell designs must consider many
factors which influence the aerodynamic performance of the test cell. Using a combination of
analytical tools, scale model techniques and results, and experience and recommendations gained
from developing the test cell, it is possible to produce a test cell design with good aerodynamic

* performance.

The major structural elements of the engine test cell are the inlet plenum, the test chamber, the
augmentor tube and the exhaust stack which are shown in Figure 2. Depending on the design of
the test cell, many different arrangements can be devised. Precise guidelines must be provided for
the design of each part of the test cell structure.

The preceding discussion of design considerations and methods has been presented to provide a
background and understanding of the issues which must be considered in the design of test

cfcilities. Although the issues discussed are derived from research and practices appropriate to
larger engines, the principles outlined apply directly to the design of the PSTF. Further detailed

I discussion of these design principles is available in SAE publication AIR 4869. The SAE
document is an excellent guideline for test cell design. It has been confirmed that engine test cells
conforming with the requirements of AIR 4869 achieve stable engine operation within +/- 5 rpm.

I A preliminary calculation demonstrates that the procedures outlined in the document will yield a
design suitable for engines to be tested in the PSTF. This is particulary important in cases when
scale model testing cannot be implemented in the development phase.

I 6.2.1 Inlet Plenum

The primary function of the inlet plenum is to supply the proper quantity and quality of airflow tc
I the engine test chamber. Airflow must be uniform and stable at all engine operating conditions.

At the same time, the inlet plenum provides noise control (attenuation) and thereby ensures
compliance of the test facility with environmental noise regulations.

I
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The inlet plenum can be arranged in different ways. The air inlet may be horizontal, vertical or

combined (horizontal & vertical) air path. The inlet plenum may provide the total amount of
airflow to the test cell, primarily for tht mgine air flow and secondarily for the airflow around the
engine. In some cases the secondary airflow could be jointly supplied by the inlet plenum and an
additional air inlet on the rear side of the test cell. Turning vanes may be installed in the inlet
plenum to reduce aerodynamic loss and air stream distortion.

The inlet plenum can be considered as an interface between the engine, or Che test chamber, and
the outside environment. The inlet plenum must attenuate the noise produoed by the engine and
keep the test chamber and the engine at a reasonable noise level. The niain design criteria for
controlling the noise level are the test cell location, the duration of the test and factors dealing
with the acoustical design (see section 6.3.5). The inlet plenum must also ensure that the test cell
and engine are isolated fron the surrounding environment and protected from the influence of
wind strength and direction, humidity, and precipitation. As part of the inlet plenum the inlet
screen is used to protect the test chamber from foreign objects and to provide some improvement

of the pressure distribution.

The design of the inlet plenum for an engine test cell requires a compromise among constraints
(related to engine performance), stable operation and the limitations on the inlet plenum size and
the materials used for its construction. As a result of different constraints the solution for some
applications is not acceptable for other situations. It is recognized that even when engines of
similar types are, tested, a wide variety of solutions can be expected for the test cell and
accordingly the inlet plenum. Regardless of the complexity of testing a common feature of all
solutions must be that data recorded at a facility be comparable to the reference test facility. This
fundamental requirenment allows only a narrow "window" far the inlet plenum design criteria. A
description of the most significant influences of the inlet plenum on the test cell performance are
presented in section 6.3.

6.2.2 Test Chamber

The test chamber is the part of the tert cell that includes the engine thrust stand, which is attached
directly to the test cell superstructure. Some support packages such as the air start system, the
fuel installation, measurement system, and the fire protection system are integrated into the test
chamber. While the test cell inlet and outlet configurations may vary from one facility to another
the test chambers tend to be similar in design. This tendency towards similarity does not belittle
the need for meticulous attention during the design of the test chamber. The design must eliminate
or at least minimize any projections into the flow field, particularly those that affect the portion of
the air flow which enters the engine bellmouth. These projections can cause wakes and
distortions in the belimouth and the first stages of the engine compressor, which could result in3Unstable engine operation. To assess engine performance accurately, engine speed variations
must be eliminated.
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Air flow along the test chamber is characterized by a rapid acceleration as it approaches the
engine belmouth, because the flow captured by the engine has a cross-sectional area larger than
the engine itself. To ensure that air is not recirculating by the engine the test chamber design mustI provide a significant amount of secondary air to eliminate the formation of a vortex [10]. The
point where secondary air separates from the engine intake flow is a function of the test cell
bypass ratio as well as the ratio of bellmouth area to cell cross-section. For high bypass ratios, it
is possible for the flow separation point to occur downstream of the bellmouth, forcing the intake
air to reverse direction. This phenomenon should be avoided to assure uniform inlet flow.

To minimize the reingestion and recirculation of air the test cell design must provide for a
sufficient bypass flow rate. A compromise must be found between the bypass flow rate and the

I test cell size, particularly when all sections of the test cell must be small in physical size. This is
one of the basic requirement in developing the PSTF. In these situations, any projections into the
airflow of the test chamber, such as frames, piping lighting fixtures and other equipment, may
induce the formation of the vortices which could be transferred into the engine. Even the thrust
stand structure should be designed with the measurement characteristics and aerodynamicp •performance in mind.

6.2.3 Test Cell Exhaust System
The hot gases ejected by the engine must be extracted from the test cell without reingestion and
recirculation. The exhaust gases exiting the engine are characterized by high temperature and
velocity and produce a large radiating noise level. Engine exhaust gases must be captured and
transferred outside the test cell.

A major concern in the design of a test cell exhaust system is the selection of components in such
a way which satisfies the necessary acoustic .ad aerodynamic requirements. The design of the
exhaust system has a great influence on the engine performance. The exhaust system controls

* A many functions such as the amount of secondary airflow through the test chamber, back pressure
U on the engine tailpipe, and the sound absorption and pollution of the exhaust gases.

Depending on the purpose of the test facility the test cell exhaust system can be designed in many
different ways. Basically, the test cell exhaust system contains two sections, the
augmentor/diffluser and the exhaust stack, which are shown in Figure 2. In some instances both
of the exhaust sections are integrated in a combined configuration, which is particularly true of
portable test facilities.

The primary purpose of the augmentor tube is to capture the engine exhaust gases and induce
secondary airflow through the test cell. The augmentor tube operates in combination with the
engine exhaust momentum as the ejector ingests cool secondary air from the surrounding test cell
environment. The effectiveness of this pumping is influenced by a number of factors including the

engine nozzle/augmentor diameter ratio, the distance between the engine nozzle and augmentor
i entrance plane, the pressure losses in the exhaust system, the length of the augmentor and the
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engine exhaust temperature. Secondary air is crucial for cooling external sections of t. jet
engine and for reducing the mixed gas temperature inside the augmentor. Small amountsi of
secondary air will allow reingestion and recirculation ef iie exhaust gases, which can produce
pressure distortion and unstable engine operation. Too much secondary air causes excessive
static pressure gradient between the engine belimouth and tail pipe, which results in a deviation of
the measured thrust of the engine. For test cells that will be used for testing different sized jet
engines, adjustment of the secondary airflow rate is not simple. The analytical procedure includes
many variables and the resulting data are not applicable without corrections.

One of the most important factors influencing the augmentor performance is the length of the
augmentor tube. It has been confirmed that the ratio of length to diameter ([ID) of the
augmentor is critical to attaining good acoustical and aerodynamic performance. It is
recommended that the LID ratio for proper design should be 4.0 or greater. If the ratio for some
other reason must be reduced, the actual entrained secondary air and mixing of gases will be

I significantly weaker,

Depending on the test cell configuration there are many designs for the au-mentor tube.3 Experimental investigations done by Sapp [28] demonstrated that the inlet portion of the
augmentor tube performed better if bellmouth or conical type augmentor inlets are used. These
inets were found to be the most efficient pumping designs. It is interesting that for both of these
animentor inlets the performance was virtually identical, and the more expensive bellmouth
configuration was not justified.

A straight augmentor tube, without an inlet section, showed a reduction in performance, which
can be explained as a consequence of the airflow spilling over the edge of the tube. This spilling
over forms a region of flow separation that increases tae loss at the inlet side of the augmnentor.
Similarly, weaker results are achieved when reverse conical and flat plate inlets are used, because
the inlet area is reduced.

The distance between the engine nozzle and augmentor tube has little influence on the secondary
airflow. Investigations conducted by this principal investigAtor for the VIPER 632 engine [15]
confirmed that changes in distance between the augmentor tube and the engine nozzle by more
than three nozzle diameters did not visibly influence the performance of the engine.

5 Changes in distance influenced the secondary air flow very slightly and these changes were
characterized as being oscillatory in nature, which was also confirmed by Sapp [28]. The
influence of the distance between the augmentor tube and nozzle is more substantial in the static
pressure field at the (angine nozzle exit. A larger distance between the augmentor tube and the
nozzle also cause an increase in noise level within the test cell because the noise radiation path
from the jet stream is larger in volume.
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An important part of the exhaust system design is clarifying the mode of operation in the test cell.
In previous investigations [15, 28] it was discovered that the secondary airflow rate and the
bypass ratio for the same augmentor tube both depend on engine airflow. Even for the same
tngine at different speeds the bypass ratio changes as a function of the engine speed and airflow.
For a !arger engine airflow the test cell bypass ratio decreases. Besides influencing the bypass
ratio the secondary airflow is also a function of the engine exhaust temperature. The bypass ratio
varies approximately by the square root of the ratio of the total exhaust temperature to the total
arabient temperature. This is clear confirmation that the exhaust system must be designed to
handle the largest engines operating at their maximum power. For smaller engines the bypass
ratio will be several times greater than that of the largest engine. That indication is not critical
because it will not result in pressure and velocity distortions at the front plane of the engine
belimouth. Some experiments have been carried out [15] to try and reduce the bypass ratio for
smaller engines by trimming the augmentor tube with varying orifices. The results achieved did
not suggest that the different sized orifices should be used.

To improve the performance of the exhaust system, the augmentor tube should have a Lonstant
diameter, or some careful diffusion of the augmentor tube can be included. The choice between a
constant diameter augmentor and an augmentor/difflaser combination becomes more important
when the test facility is used for a wide variety of engines. The main goal in designing the diffuser
section is to ensure high pumping efficiency while avoiding flow separations. Recent research has
confirmed that diffusers with diffusion angles up to 3O or 40 perform better than those used in the
past with angle values of 60 or 70 [12].

The exhaust stack is provided as part of the exhaust system for larger test cells. The purpose of
the exhaust stack is to direct the hot exhaust gases away from ground level. The exhaust stack
also reduces the noise level outside of the test cell. The combination of the flow-redistribution
device and the acoustic silencer package control the noise level within the stack, and keeps the
noise level outside the test cell at an acceptable level. For smaller test cells, the augmentor/
diffuser and the exhaust stack can be integrated. In any case, one of the design criteria that must
be satisfied is that the maximum velocity of the exit gases must be limited to reduce self-generated
noise produced by the exit gas stream.

6.3 Factors for Evaluating Test CMI Performance

In testing jet engines a variety of percbrmnance parameters must be measured. These most often
include:

-Engine thrust
-Engine fuel flow
-Engine temperatures
-Engine vibrations
-Engine speeds
-Engine pressures
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5I -Engine airflow

-Engine inlet conditions
-Engine power extraction
-Test cell temperatures
-Test cell pressures3I -Test cell airflow

In a previous section, design requirements were considered for different parts of the test cell and
"the influence of the design on the stability of the engines during operation in the tea cell was
explained. Some of the most important factors for evaluating test cell performance will be
presented in the following sections.

- 6.3.1 Test Cell Aerodynamic Thrust Performance

The most important part of engine parameter evaluation is the engine thrust. For jet engines the
thrust is defined as the increase in momentum of the air passing through the engine during
operation. Under stable conditions, as in the static test facility, the engine spends some amount of
energy accelerating the air from outside, pulling it towards the inlet, and bypassing some of it
around the thrust stand. For different test cell configurations the amount of energy required
depends on the aerodynamic interference between the engine and the test cell. The need for
aerodynamic thrust corrections cannot be ignored even in a well-designed test cell. To establish
the thrust of the engine an evaluation must be made of the aerodynamic interference.

f The aerodynamic thrust corrections must be applied to the measured thrust to determine the gross
thrust of the jet engine. An explanation of the nature of the corrections and a quantification of
each of the aerodynamic factors was given, in a more precise way, by MacLeod [10].

The standard gross thrust can be considered the stream force at the engine nozzle plane, which
can be expressed as

-weeF = We Ve + A e( Pe- P,)o
I whereFWV+ (P-)(I

F, - engine gross thrust
W - nozzle exit airflow
V - nozzle exit velocity5 A, - nozzle exit area
P,- nozzle ,,,it static pressure5P, - ambient static pressure
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It is typical to incorporate a strain gauge load cell into the thrust stand design as part of the thrust
measurement system. At an outdoor test facility under "ideal" no-wind conditions a jet engine
operates in a uniform static pressure field, Under these conditions the pressure in the plane of the
nozzle exit is the same as the pressure surrounding the engine. In this situation, the meosured
thrust at the load cell is equal to the engine gross thrust,

In an indoor facility the exhaust collector is generally placed in close proximity to the nozzle exit,
creating an ejector effect and thereby inducing secondiiy air flow through the test cell. This can
result in significant differences between the scale force reading and tht amoutA of gross engine
thrust. To aid in the understanding of the physical phenomena inside the indoor test cell the
model of this cell (shown in Figure 3) was used [10].

The differences between the scale force reading and engine gross thrust level is equivalent to the
force required to sustain the air flow from the outside and throughout the test cell. A summary of
the analytical derivations [10] describes the gross engine thrust be.,avior inside indoor test cells
as:

FF =F. +F, +F+F, +FV, +Ff-F, (2)

where F. represents the gross engine thrust in this equation. The seven terms referred to are

F& - measured thrust
- intrinsic inlet momentum

Fb - bypass pressure drag
SFb - boattail drag

I Fr - thrust frame drag
Ff- - skin friction drag

i Ff, - wall friction drag

Measured thrust (F) is defined as the reading of the engine thrust vector from the thrust

measurement system. The measuring system should be designed to minimize the possibility of
errors from hysteresis, thermal radiation from the engine exhaust, nonlinearity and

i ~ non're'.atibility.
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The most significant aerodynamic thrust correction is the inlet momentum drag (F,.), which
applies a force on the engine as a result of drawing air into test cell. This force is characterized as
a drag because engine work is involved in drawing air inside the test cell. The inlet momentum
finction can be calculated as:

S"A 
<(3)

where
a -test cell bypass ratio
A• -test cell area
Ab -bypass area
ift -test cell front mass flow
Vp -test cell front section velocityWb -bypass or secondary air mass flow

From equation 3 it can be concluded that the inlet momentum is a function of the engine air flow,
air velocity (in front of the engine) and secondary air flow. For static engine testing the
magnitude of this force may be substantial. Inlet momentum drag values can be expected from
1% to 10% of the measured thrust, and therefore it must be calculated and applied as a correction
to measured thrust.

The boattail drag (F1,) is a result of the static pressure drop around the engine exit nozzle. As a
result, the secondary airflow accelerates along the external surface of the nozzle and into the
augmentor tube. The magnitude of this thrust may be calculated using the equation:

I = (Pf-Pbg)A4k (4)

where
Pp -static pressure in front of plane of engine
Pbs -average external nozzle pressure
Au -projected boattail area

The boattail drag is the second largest correction term and can be expected to be less than 1% of
the scale force measurement. The amount of drag depends a great deal on the test cell exhaust
system arrangement.

The bypass pressure drag Fb can be calculated as

SFb = (PA - Pb)A7 (5)
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where
Pi, -static pressure at plane b
A,, -bypass area

As a result of the rapidly changing airflow profile the pressure drop (Pb) immediately behind the
belImouth will produce the force drag (F.). This is a function of the bypass ratio and the relative
size of the jet engine to the test cell cross section size.

The thrust frame drag is produced by the secondary air stream impinging on the thrust stand and
pushing it in the direction of the stream. If the thrust stand is streamlined the thrust stand drag
will be minimized.

* The sldn friction drag and the wall fiction drag terms describe the action of the bypass airflow as
it scrubs the exposed surface of the engine casing and the teat cell walls. These two forces are
very small and do not need to be considered in the desikn of the test cell. -

Analysis of the most significant aerodynamic components of the'thrust measurement confirm that
the test cell performance evaluation must include calculations of the expected aerodynamic thrust
drag. This drag, along with other features, define the test cell's characteristics and its ability to
properly evaluate the performance ofjet engines.

6.3.2 Front Cell Velocity Distortion

The front cell velocity distortion factor is used as a general indication of the test cell airflow
uniformity and quantity. To define this factor it is necessary to provide a grid velocity
measurement in the test cell plane for the front of the engine bellmouth. It is recommended [7]
that a minimum grid spacing matrix of 5 x 5 measurement locations, or a total of 25 points located
at the centers of equal areas be used. The velocity measurement plane should be located between
three or four bellmouth throat diameters in front of the bellmouth entrance plane. A selected
plane must be far enough away from any silencer baffles or flow-straightening screen.

The velocity distortion parameter is defined by the equation:

B740• = VII - V" (6)= _ _ _*.(6)_

V-1

where
FC#, -front cell velocity distortion factor
V. -maximum velocity anywhere in the velocity measurement grid
V, -minimum velocity anywhere in the velocity measurement grid
V,, -average front cell velocity
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For this purpose, the velocity measurements are usually taken using an array of hot anemometry
probes in combination with a traversing system. In some cases a Laser Doppler anemometry
(IDA) system can be used.

6.3.3 Front Cell Airflow
The front cell airflow defines the quantity of air flowing through the front section of the test cell.
If the test cell does not include an additional air inlet the front cell airflow will represent the total
airflow entering the test cell. The front cell airflow can be determined using data from the
velocity measurements.

The front cell airflow can be calculated using the equation:

W, - Vj.4,c.* g (7)

where
W -front cell airflow rate

IPp -f'ont cell static pressure

TA -front cell static air temperature

-V, -average front cell velocity
Af -front cell cross-sectional area

C*, -front cell flow coefficient
R -gas constant for air
g -gravitational constant

The flow coefficient is used to correct the test cell physical cross section and to define the
equivalent flow area. The value of this coefficient is slightly less than unity because at the same
cross section border the airflow can be very small.

6.3.4 Bellmouth Total Pressure Distortion
The engine bellmouth steady state tot.l pressure distortion index is a distortion parameter used to
identify the relative size of the engine inlet airflow field-at the engine bellmouth plane. To
investigate pressure distortion a combination of the distortioti-descriptor elements is used. The
elements should be located close to the engine-face plane, but at the same time installation of the
instruments must not effect engine performance and stability. Detailed considerations of inlet
pressure distortion and recommendations for investigation of these phenomena are presented in
documents ARP 1419 and 1420 [29,14].
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The bellmouth total pressure distortion is defined as follows:

MA = (8)
P.,

where
BM,, -bellmouth pressure distortion index
p.. -maximum inlet total pressure

P -minimum inlet total pressure

P.w -aveare inlet total pressure

A typical array for measuring inlet pressure distortion consists of eight equiangularly spaced rakes
with five probes per rake, as shown in Figure 4. The rake size and the diameter of the probes
should be carefiully selected when investigating pressure distortion in small jet engines.
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Figure 4: Probe Orientation - View Looking Forward
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6.3.5 Bellmouth Airflow

The engine bellmouth airflow represents the amount of air flowing through the engine inlet. It can
be defined using the equation [9]:

S(9)

where
WNm -bellmouth airflow rate
Wr -flow fnicton term
P, -bellmouth average total pressure
T, -belimouth total temperature
Am, -bellmouth cross-section area
Ca, -bellmouth flow coefficient

6.3.6 Test Cel Bypass Ratio
As was mentioned in previous statements, the secondazy airflow passing around the engine
bellmouth defines the aerodynamic characteristics of a test cell. The secondary air, together with
inlet pressure and velocity distortions determines the stability of the test cell and the quality of the
engine performance evaluations at the test facility.

The test cell bypass ratio is defined as the ratio of the secondary air flow to the air flowing
through the engine inlet and can be calculated using the equation:

a= aw. (10)

Wb.

where
a -test cell bypass ratio
Wft -front celi airflow
Wm -bellmouth or engine airflow

For calculation purposes the engine airflow (WN,), derived from the engine specifications, can be
used as the maximum value for engine airflow. When a test cell is used for testing varying types
of engines it will supply different values for coefficient a.

To investigate the stability of the test cell during engine testing the test celi bypass ratio and the

velocity distortion are analyzed in reference (2]; the results are presented in Figures 5 and 6.
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Figure 6 shows lines of constant velocity in a test cell in m/sec (see reference [2]). Investigations
have shown that vortices do not form in square cross-section test cells when the test cell bypass
ratio is greater than 0.80. These results are achieved in the front cell with a velocity distortion of
around 30%. At higher distortion values vortex formation should be expected and the test cell
bypass ratio must be increased.

Vortex Fomation vs Test Cell Bypass Ratio1 09 Vorfiem No Vortices CdSim
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Figure 5: Vortex Formation as a Function of Test Cell Bypass Ratio

6.3.7 Test Cell Depression

As a result of air acceleration and inlet losses during the operation of jet engines the static
pressure inside the test cell will be sub-ambient. As described in 6.3. 1, the static pressure is
different at different test cell locations. Barometric pressure is an important inlet parameter for
correctly calculating the performance data of jet engines. This pressure can be measured outside
the test cell or inside when the engine is stopped.

The static pressure inside the test cell, particularly in the front cell, is also very important. It
determines the inlet barometric conditions for an engine being tested, which must be known in
order to calculate correct engine parameters.
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3 !The difference between the barometric pressure and the static pressure in the front cell is denoted
as the test cell depression:

Cell Depression = P. - P,(11)

where
P, -ambient (barometric) static pressure
Pib -front cell static prebsure

Test cell depression is directly related to the aerodynamic performance of the test cell. The test
cell must be designed to withstand the forces produced by the lower pressure inside. This is
particularly critical for the PSTF because of its relatively light construction.

6.3.8 Acoustic Perfonnance Requirements£ During operation in the test cell a turbojet engine produces a high acoustic noise level. The
acoustic power level of'a jet engine depends on the type of engine and the conditions it operates5 under. Even when operating a small engine inside the test cell the acoustic power level can be
very high. In any case, the design of the test cell must include acoustic performance.

3! The acoustic energy generated inside the test cell is transmitted through the walls, doors, and the
intake and exhaust channels. The sound intensity at a given point is the sum of the sound
intensities that penetrate through different segments of the test cell. The amount of acousticalI treatment that needs to be provided for each segment has to be determined through analysis.
Ideally, an acoustically balanced solution is one where each sound propagation path, outside of
the test cell, delivers the same amount of noise to the. receiver. This is the most economicalI solution but diffcult to implement, Even if'a jet engine inside the test cell could approximate as a
"monopole noise source the transfer function of the individual cell sections (walls, door, intake and
exhaust), would demonstrate different frequency characteristics. It is clear that if even one of the
test cell sections does not satisfy the noise criteria all of the money spent on the other treatments
is wasted. This is because at a single point in the multi-directional noise path, the maximum3 perceived noise depends on the maximum power level of any of the individual noise paths.

For solid structure test cells customarily used in stationary test facilities the most critical noise
paths are the test cell int.ke and exhaust openings. In designing a portable test facility each part
of the test cell must be acoustically balanced.

i The acoustic power level (PWL) radiating from the jet engine strongly increases as the exhaust
gas velocity intensifies. The acoustic power (Wo) is approximately proportional to the nozzle3 exhaust area (A,) and the jet velocity (Vo) raised to the eighth power [30].

W) I A
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I Using the gross thrust fuinction (F,,) the acoustic power can be expressed as

W. = 2 V (13)

I It is not practical to express noise power in watts so a level scale is normally used. The
fuindamnental purpose of a level scale is to relate power, intensity or energy density to a logarithm
ratio of that quantity to a reference amount. The logarithm argument is dimensionless and theI scale is said to give the level in decibels (dB) above or below the reference level that is determined
by the reference quantity.

I Sound power level is defined as

I 4, = ioiog W. (14)

whr W.0O0-1 Watts -reference sound power (15)
W. -sound power

Acoustic energy radiates from the volume surrounding the engine and leads to a sound intensity I
:m 2

5 The sound pressure level is defined as

LJ, = 20log-P (16)
PO

where

P0 =2x, -T or 29x k0- ()b (17)

The sound pressure drops by the inverse-square-law (-10 log 4,) from the noise source which
must be taken into account. For ceIculation purposes the noise level readings must be taken at the
same distance from the facility. Inside the closed area, similar to the indoor test cell, the sound
waves are partially reflected by the walls and propagate through the intake and exhaust openings.

byThe sound energy and pressure are also characterized by a freque.ny spectrum. To provide an
acoustically treated test cell it is necessary to determine the maximum noise spectrum which the
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engine can generate. This noise spectrum is the primary basis of the acoustical design.
Sometimes this data is not available because the noise measurements have to be taken under
special environmental conditions, which are often absent. An analytical prediction of the noise
level can be made [31 ; however, the differences between the theoretical and real data can be
significant, This error is the result of the influence of the different compressor designs, engine
speed ranges and other engine characteristics which are not included in the prediction method.

If the maximum engine generated noise spectrum and directivity of propagations are known the
maximum allowable noise level around the test cell must be defined. The human ear is not equally
sensitive to all sound frequencies in the hearing range 20 Hz and 16 KHz, so the objective sound
pressure level (L,) is not a good measure of noise lev.l. Scale A is included in the sound
measuring instrumentation to aid in calculating the sound level for human ear reception. The
frequency response of the meter is corrected throughout the frequency range using an electrical
weighting network. An octave-band filter with a standardized center frequency is most often
used. The reading from those instruments is the subjective noise level in dBA.

One of the most important decisions that has to be made during the development of a test facility
is the maximum noise level allowed in the zone around it. For stationary facilities the zone
normally would not be defined as a circle, In some directions better attenuation can be required,
where the noise could disturb working and living conditions. Due to the flexibility of installation
(anywhere in any direction), acoustical protection should be provided for the total circumference
of the circle zone around a portable test facility.

The next question is.- ,e distance required to meet the noise criteria, In the existing
literature, different L .' ecommended for the circle zone, from 150 to 750 feet. The
greatest "listances , ,%j e' irge test cells for military engines with afterburners, and these test
cells are usually insLs, .., , uv -tantial distances from other workshops or buildings. Shorter
distances, such as 156 ,.eet, ,aý appropriate for small test cells so they could be used in populated
areas with factories or offices.

The recommended noise levels are typically given in dBA's and are a function of the selected
distance. The sound pressurt. level decreases with distance, as shown in Figure 7. The allowable
level in the free field zone, according to many national standards, is 90 dBA for steady-state noise.
For noise sources with variation levels some intensity-time calibration is needed. It is accepted
[32] that noise with an A-weighted sound level less than 80 dBA can be disregarded onco all
corrections have been taken into account. This was confirmed in many test cell solutions, and will
be used as the design criterion for the PSTF.
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5 Figure 7: Noise Pressure Attenuation With Distance

I By using the allowable noise level, the maximum engine noise spectrum, and the characteristics of
sound propagations, it is possible to determine the difference between the expected and allowable
noise levels. This difference indicates the attenuation which needs to be provided by the
acoustical treatment. The next step must investigate the impact of the different sound paths to the
total sound pressure level at a given distance. As it was stipulated earlier, a balanced acoustical

I design must be included in the design of the test cell. Each sound path should include noise '
attenuation for ideal conditions, so the objective sound intensity, at a given distance, will be the
same. To satisfy this theoretical approach, an acoustical analysis must be done.

The interaction between the aerodynamic and acoustic characteristics of the test cell are very
I strong. This is especially true in the case of air intake and exhaust systems. As explained earlier,

the cross sections of the intake and exhaust systems must be large enough, to prevent loading of
the engine and to sufficiently cool the exhaust gases.

U The interaction between the aooustic and the aerodl-mmic designs can be defined by the effort
expended in providing noise uttenuation in the exhaust part of the test cell. To reduce the
acoustic power from the exhaust system, and to allow the use of certain acoustical materials in the
exhaust path, the temperature of the exhaust gases must be reduced. This is most easily
accomplished by mixing the hot exhaust gas with the cooler secondary air. The temperature of
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3 the mixed gas is a direct function of the quantity of secondary air flow, and thus the exhaust

system temperature capability establishes the minimum secondary air flow required. Total front
i cell airflow (Wji) is simply the sum of the engine intake flow WV. and the secondary flow Wb:

= Wbm + Wb (18)

I The engine secondary airflow and velocity limitations in the test cell enable calculation of the
cross sectional area of the test cell [30] by ushig the flow equation:

W= AVp (19)

3" where
W -flow through the monitored section
A -monitored cross section

""I V -average air velocity through the monitored section
p -air density

UI Equation (19) can be used for the different cross sections (Figure 3), but it is especially important

to consider the possibility of defining the air intake and test cell cross sections.

IThe air intake cross section (Ao ) can be calculated by using the equation:

A o= W" + W (20)Vo.Po

SI where
V0 -maximum allowed intake air velocity

I po -air intake density

As discussed in previous sections, the maximum allowed velocity influences many cell parameters.
The suggested guideline for this parameter is that the maximum velocity between the acoustic
intake panels should be less than 30 m/s [30].

i The bypass cross section (Ab), can be calculated by using the equation:

Ab = W (21)
Swhere5 Vb -maximum allowed bypass air velocity

Pb -air density at plane b
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The maximum bypass velocity has to be below 10 m/s, or preferably 6m/s to be acceptable. The3 -imaximum velocity in the forward section of the test cell must less than 15 m/sec and should be
less than 10 m/see

To get the values of the secondary air at the defined test cell cross sections, adjustments should beI made to the size of the augmentor tube and its distance from the engine. As was mentioned in
section 6.2.3, it is recommended that the length to diameter ratio of the augmentor tube should be

"3 i4.0 or greater. The diameter of the augmentor tube is usually three times greater than the engine
nozzle diameter. The distance between the engine nozzle and augmentor tube has little influence
on the secondary airflow. Unpublished work of the principal investigator indicates thatI satisfactory performance is achieved with nozzle to augmentor distance greater than three and less
than eight nozzle diameters.

-- 1 6.4 Conduslons and Overall Design Recommendations
Theoretical considerations used for explanation and analysis are fundamental to establishing

-- design recommendations for jet engine testing facilities. The test facility is a combination of many
* different components: the test cell with air intake and exhaust systems, the control room, a

preparation area where the engine is prepared for testing, equipment rooms for electrical power,
and an area for compressed air and storage of engine fuel.

The access doors should never be located in the wall separating the test cell from the control
room. In all cases, communication between the test cell and the control room (through control
cables, measuring lines, ducting) must be designed with a sealing mechanism to prevent any
acoustical or pressure leaks in the test cell from entering the control room.

Acoustic performance requirements are established by the sound pressure levels in the audible
fiequency range necessary to satisfy allowable environment restrictions and operational

I limitations. High energy, low frequency pressure waves can cause mechanical vibration modes in
the test cell structure and in the surrounding buildings. The test cell design must provide
protection from low frequency noise (below 20 Hz) to avoid excitation at building resonance
frequencies which can result in structural damage.

1 iThe recommended design criteria for noise attenuation can be targeted from a distance of 150 feet
and from a height of 7 feet above the ground, in such a way that the A-weighted sound level is
"less than 80 dBA. In the center of the control room, the allowable noise level should be less than3 75 dBA. Appropriate sound treatment material must be used to achieve the stipulated acoustical
noise level; however, the noise suppression system must be reasonably priced. All acoustical
equipment must be designed to withstand aerodynamic and thermal loading, as well as changing

II environmental conditions. All of the test cell parts must be designed to withstand a sustained
negative pressure (depression) of 0.29 psi (8 inches of water) and positive peak pressure of 1.03 Rpsi (27.7 inches of water).
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The airflow in the test cell and the gasflow in the augmentor must remain unidirectional and
without recirculation. External cell recirculation could cause reingestion of the hot gases ejected
by the augmentor tube. The influence of the wind on the exhaust must be minimized. The
horizontal inflow in small test cells reduces the likelihood that hot gases will be ingested.

I The ambient pressure of the engine under test is the static pressure in the test cell. The test cell
design must prevent the cell depression ftom reaching 4 inches (100 nun) of water. Within this
limit the engine flow field will remain uniform and prevent engine speed fluctuations and thrust
measurment variations.

Another test cell performance requirement is the need for sufcient secondary air. A uniform low
distortion front cell airflow field with adequate secondary airflow provides undistorted engine
inlet and reduces thfa -.!k of vortices forming in the bellmouth. The design criterion for the front
cell velocity distortion index, measured at a distance of three to four belimouth throat diameters in
front of the engine is 0.35 or less.

To meet engine specifications for performance testing, the engine bellmouth total pressure
distortion index should be less than 0.0015.

I To satis/* the above requirements, the secondary airflow must be sufficient to achieve a cell
bypass ratio equal to or greater than 0.80. A compromise between the size and the performance
of the test cli must be reached during the design phase. Using the suggested guidelines for
maximum allowable air intake velocity, bypass air velocity and cell bypass ratio goal, the test cell
cross section can be defined using equations (20) and (21).

The walls and ceiling of the test cell should be finished with a high quality epoxy paint. The floor
should be designed to support the loads produced during handling of engines, and must be

Sfinished with an oil-resistant material. A drain must be included in the test cell area to prevent any
fuel spillage from exitbig the test cell.

The test cell entrance must be secured by a specially designed acoustical door. As part of the
sound treatment, the test cell itake will be protected by a one inch non-corrosive mesh screen, to
prevent foreign objects from entering. The test cell intake must have a door that can be closed
during inclement weather, when the test facility is not in use. The augmentor tube design must
include a way to close it off when not in use. Safety protection must be provided for both the3 intake and exhaust doors, to prevent operation of the engine before the doors are completely
open.

The test cell will be lit by high intensity lamps mounted in fixtures designed for use in severe
acoustical environments. The lighting will be designed to provide general light intensity of at least
400 lux and 1100 lux in the engine area.
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General purpose compressed air (shop air) outlets and utility electrical outlets must be provide in3 convenient locations throughout the test cell.

An inter-communication system (between the control room and the test cell) must be provided,3 allowing operators inside the test cell to communicate with those inside the control room.

A fire protection system must be included, which is manually operated f'rom the control console,5 for protection during testing.

"The test cell and equipment located in the facility should be designed to operate in a full range of3 outdoor air temperatures.

A closed circuit television system should be installed to allow observation of the engine while it isrunnng.
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7.0 PORTABLE TEST FACILITY TEST CELL BASIC REQUIREMENTSI AND ANALYSIS
The basic design requirements for the PSTF follow from the design recommendations established
for indoor, fixed test facilities as described in a previous section. The test cell design criteria for
portable test facilities are similar to the major features of fixed test facilities.

The objectives for both facilities are the same: to provide an installation where engine
performance may be evaluated throughout the full thrust envelope. The configuration and
accuracy of the instrumentation, along with many other features will be very similar in both types
of facilities. The aerodynamic performance of both test cells should be at the same level since all3 influences on the stability of operation and the performance assessment are identical.

Although fixed and portable test facilities are developed to satisfy the same fundamental
-3 requirements there are significant differences in philosophy upon which their designs are founded.

The fixed test facility is installed in a known location with defined weather patterns. These can
then be incorporated into the design phase to optimize test facility performance. Some of these
optimizations are related to the prevailing wind direction and orientation of the test cell, extreme
ambient temperature conditions and design factors that can assure good mechanical stability,
satisfactory acoustical performance and a stable supply of electricity.

A portable test facility for turbojet engine testing is required to move to different locations that
have different weather conditions. This requirement does not allow use of location data during
the design and construction of the test facility.

In the development and design of the portable test facility many issues are encountered regarding
the basic requirement that the facility be small in physical size and completely portable. These
requirements are in opposition with the objective that the portable test facility be mechanically
stable and acoustically well insulated.

The small size of the facility means that the size of the test cell must be reduced to the very
minimum that will satisfy aerodynamic performance requirements. The distance between the test
cell intake and exhaust needs to be carefully considered to prevent the reingesting of hot gases
from the exhaust into the inlet. This could be particularly dangerous when operating in windy
conditions. Mechanical stability inside a portable test cell is more difficult to obtain because the
test cell structure is not fixed and the acoustical system must include light components andUI materials. If these components are designed to be removable during transportation, additional
acoustical leakage can be expected.

'The electrical supply for the portable test facility can bd from an independent electrical source
which may influence the stability of operation in the facility. The interconnections of the major
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subsystems should be removable for transportation purposes, which can cause reliability issues if
not designed correctly.

7.1 Influence of Maximum Engine Airflow on the Test Cell Size
The first step in attempting to design the test cell is to determine the test cell size. As described
earlier the test cell size influences many f&ctors in the facility. To calculate the test cell size it is
necessary to define a reference engine to be used. The reference engine can be a real engine or a
virtual engine that is derived from data envelopes of real engines. The latter option is more
reasonable because it is possible that some parameters from different engines overlap. As a result
one engine, even with the largest amount of thrust, is not enough to represent the needs of all
types of engines to be tested. This is especially important in the design phase of the test facility
when it is necessary to determine the configuration of the separate systems and measuring
instrumentation.

Defining the test cell size from the matrix specifications that represent engines needs requires the
use of design inlet data. The reference engine provides the required data.

The engine bellmouth and tail pipe lengths determine the test cell length. The distance between
the augmentor tube and the engine tail pipe is not a significant factor, which was explained in
section 6.2.3. The inlet plenum length is dependent on the amount of velocity distortion that is
measured in a plane which is three to four bellmouth throat diameters in front of the engine, and
must be 0.35 or less. If the physical size of the engine configuration plus the bellmouth and tail
pipe determine the length of the test cell, then the airflow of the reference engine defines the test
cell cross section.

The maximum engine airflow (Wb.,) is derived from existing or future engines assuming the
largest amount of airflow that would be used. For example, if the test facility is to be used for
testing turbojet engines with a maximum thrust of 1000 Ib, then all types of engines inside this
range can be tested. When this value is determined it can be used as the maximum airflow (Wb..)
for the reference engine. To demonstrate the procedure for calculating the cross section, some
values can be presumed.

If the maximum airflow for the reference engine (W.,) equals 10 kg/s, then according to section
6.3.8, it is necessary to determine the bypass or secondary airflow (Wh) of the reference engine.
As explained in section 6.4, to reduce the pressure and velocity distortion the test cell bypass ratio
must be 0.80 or greater.

In this example the test cell bypass ratio can be any value above 0.80, for example a =1,0. This
means that the bypass or secondary airflow (Wb) equals 10 kg/s.
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3 The test cell cross section (A 0 ) can be defined using equation (20)

A0 = VW (22)
V0.p 0

3i The maximum allowable velocity (Vo.) through the 4ont section of test cell, as discussed in
section 6.3.8, should be less than 15 m/s or more than likely 10 m/s. Ifthe'value 10 m/s is

selected using an air density for estimated conditions of po = 125k ,- then the front cross section

of the test cell can be calculated as:

1 10+101*2 = - = 1.60 ne

The defined cross section of the test cell should satisfy all requirements related to test cell
performance.

The test cell cross section was calculated using the methodology described in 6.3.8 and 6.4. In
addition, the PSTF model created during this research under the software package GasCAD [331I has been shown to provide results which are very close if not identical. GuCAD software is
based on the cylindrical pipe model and the test cell has been designed as a cylindrical area. Using
this model estimations can be made of the drops in pressure throughout the test cell.

For engine ranges which are of interest to this project the cross sectional area is calculated as a
function of engine airflow. The results achieved for various test cell bypass ratios are presented in
Figure 8. From this diagram, the cross sectional area can be defined, and the maximum engine
airflow in the test cell can be determined.

7.2 Other Criteria and Considerations In the PSTF Test Cell Design
In comparison with larger jet engine test cells, the test cell design requirements for the portable
test facility presents several problems:

I The small size of the test cell does not allow for operational flexibility inside the test cell. The
acoustical design criteria are not easily satisfied because the air intake and augmentor systems
must be limited in size. There are special problems in the test cell related to the interconnectingI • lines from other sections of the test ftcility. When a fixed facility is in the design phase it is
possible to provide a high degree of test cell acoustical treatment including pipes, ducting lines
and ventilating channels. For the portable test facility these treatments cannot be used because the
connections to the test cell must be designed in different ways.
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Test Devices, Inc. - Jet Engine Test Cell Design
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I Figure 8: Test Cell Cross Sectional Area as a Function of Engine Airflow

Small expendable turbojet engines are characterized by a wide variation in thrust, from below 50
lb up to 1000 lb. For this reason the thrust stand design of the portable test facility should be
given special consideration. Strain gauge type load cells are recommended for use and may be
mounted near the front or rear of the thrust stand, in the compression or tension mode. For
smaller engines the tension solution may be preferable.

The thrust measuring system should be designed to minimize errors caused by temperature
fluctuations due to the changing ambient temperature or thermal radiation from the engine
exhaust. Stand stifflhess, spring rate, and hysteresis have to be accounted for in such a way that

i the thrust measurement allows very little linear error and can be compensated by calibration. To
improve the performance and stability of the thrust stand a simple, precise and reliable calibrationi system should be incorporated into the design of the thrust stand.

The PSTF must provide access for many different supply lines (fuel, air, lubrication, electrical,
signal) which must be highly reliable. The test cell structure must be strong enough to support the
loads resulting from handling the engines.

* 7.3 Test Cell Safety Analysis

One very important aspect in the development of jet engine test facilities is the reliability and
safety of operation. Test facilities for small expendable turbojet engines are potentially dangerous
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I systems. In particular, the conversion of a considerable amount of energy in a limited amount of
space inside the test cell needs to be carefully considered.

I As a result of engine operation hot gases are produced, with temperatures which can exceed
15000 F. The hot section of the jet engine can be characterized by a very high surface

Stemperature. The engine circulates flammable fluids (fuel, lubrication oil), and any leakage of
these liquids from their installations can result in potentially dangerous fires.

To minimize the possibility of fire as a result of fluid drops hitting hot sections of the jet engines,
the fluid lines must be far removed from the hot sections of the engines. Flexible supply and
measuring lines must be designed to withstand pressure and other loading in many environmental
conditions. Sometimes physical barriers can be placed between the fluid section and the hot
engine section. The engine drain sink, which is for extracting fluids from the test cell, must be
separated from the hot zones.

If a fire occurs, even with precautions, the operators must be able to put out the fire. For this
purpose a fire extinguishing system must be provided. The system should be designed to meet the
requirements of the United States National Fire Protection Association (NFPA), bulletin 423
"Standards for Construction and Protection of Aircraft Engine Test Facilities". Because the
PSTF contains a small sized test cell the fire extinguishing system need not be as extensive as
those for large, permanent test cells. Besides portable wall-mounted extinguishers inside the test
cell, a manually operated CO bottle system that the operator can control from the console must

I be included.

The engine test cell design must include provisions to protect the engine during operation from
any foreign disturbances. Special protection should be, included to prevent foreign objects from
entering the test cell. For this purpose the test cell intake should be equipped with non-corrosive
one-inch mesh screen. This is especially important for excluding the access of birds. The
acoustical door and intake roil-up door will each be equipped with limit switches or position
sensing devices. These signals will be incorporated into engine logic, and will assure that the
engine cannot be started if any of the signals are incorrect. At the same time additional protection
features, including test facility systems and engine parameter limits, should be included to prevent
the possibility of improper operation.

B The last issue which must be considered is the safety of the engine during testing. Some test cell
failure modes are caused by test cell equipment (high pressure, high temperature, high vibration)
and can be remedied by the operator. Engine failure, though rare, is a dangerous problem and
must be given special attention. Jet engines, particularly small expendable turbojet engines,
operate at very high speeds, approaching 150,000 RPM. At this speed, the stress inside the
rotating components can be very high and very close to burst levels. If for any reason the
maximum engine speed control fails the resulting engine overspeed can cause the engine to burst.
The kinematic energy of the rotating jet engine components is very high, and if a burst occurs, the
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i fragments of the disk can do serious damage to the test cell structure and even injure people
outside the test cell.

I As explained in the test cell design requirements, protection of personnel, particularly those in the
control room, requires that the test cell lay out be adjusted in such a way that the test cell is
installed in the middle of the test facility. The control room is located at the front and to the side
of test cell, outside the plane of tht centrifugal forc•,' of the rotating paits of engines. To prevent
fragments of bursting components from entering the control console, the test cell wall must be3 strengthened on the control room side.

7.4 Conclusions and Portable Test Facility Test Cell Design Recommendations

The results of the investigations conducted regarding this work have produced a definition of the
most critical factors in the development of the Portable Test Facility for Small Expendable
Turbojet Engines. Recommendations given in section 6.4 were derived from an analysis
conducted regarding this project, along with our experience in developing and operating portable
test facilities. Following is a summary of PSTF design recommendations:

I The PSTF should be modular in dessign, small in physical size, but large enough to satisfy
aerodynamic performance requirements, The modular nature of both the test cell and the test
facility as a whole should allow for deployment at different locations. The test cell must be fully
enclosed and protected from the environment. The test facility design should allow for integration
of the test call with the other sections of the test facility.

The distance between the test cell intake and exhaust should be large enough to reduce the
amount of hot gases reingested by the inlet. The inside of the test cell should be mechanically
stable in order to prevent movement of the thrust stand during engine testing.

The test cell design must provide acoustical treatment according to the design criteria outlined in
section 6.4. The acoustical door and the test cell walls must withstand aerodynamaic and thermal
loading.

i The airflow in the test cell and the gasfiow in the augmentor tube must remain unidirectional
without recirculation. To ensure these conditions, the design recommendations for the test cell
size should be based on the maximum intake cross section velocity which should be less than 10
m/s. The test cell design must prevent the test cell depression from surpassing 2 inches (50 mm)
of water, preferably I inch (25 mm) of water.

The test cell bypass ratio should be targeted to be greater than 1.0, which enables the velocity
distortion index to be less than 0.35, and the total pressure distortion index to be less than 0.0015.

The other general test cell design recommendations (lighting, intercommunication, fire protection,3 painting, etc.) are described in section 6.4.
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I 8.0 TEST FACILITY INSTALLATIONS
8.1 Review of Installation Requirements

Th, Portable Static Test Facility for Small Expendable Turbojet Engines is designed to test a wide
variety of small engine models up to 1000 lb thrust. A review of the engine mztrix specification
defines the most important inlet data required for the test facility, and dictates the installation
"requirements. Frem the matrix specifications the needs of all of the systems which are required
for normal engine operation can be derived.

I A sea level performance test is included to verify the predicted engine performance. The typical
performance test for small expendable turbojet engines~includes the following phases:

K -Start Impingement Trials
-Ignition Checks3 -Acceleration to and Operation at 100%/. Speed
-Operation at Different Speed
-Durability Test
-Perforumnoe Calibration Test

3 During testing phases, additional performance investigations can include:

-Rotor Dynamic Investigation
-Optimization of Prcopelling Nozzle Area
-Rotor Clearance investigation
-Control System Development

The test program is usually designed to verify the mechanical integrity of the engines, validate the
control system, establish the performance characteristics, and document the compliance with
specifications. Because each engine must complete the Acceptance Test Procedure (ATP) it is
one of the most important parts of the test program.

The Acceptance Test Procedure (ATP) is used to verify 0"- performance repeatability of engines
of the same type and to establish the performance baseline under sea level conditions. At the
same time the engine performance will be fine tuned and the engin., will be approved for further
testing.

The performance baseline includes a sea level steady-state performance calibration of the engine,
recorded while the engine operates at speeds ranging from the minimum speed up to 1000/a. The
recorded data should be corrected for both ambient and barometric pressures to properly evaluate
the performance of engines. This process is called making standard day corrections, according to
the ISO sea level standard day reference atmosphere.
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i During the performance evaluation, the following engine parameters should be either calculated or
recorded:

-I -Thrust
-Rotor Speed

* -Fuel Flow
-Air flow
-Air Inlet Temperature
-Compressor Discharge pressure
-Jet Pipe Temperature
-Jet Pipe Total Pressure

SI -Vibration
-Bearing Temperature
-Fuel Pump Pressure
-Alternator Voltage, Current and Power
-DC Generator Voltage, Current and Power

I Depending on the type of testing, the additional parameters listed below can be monitored and
recorded:

I -Engine Acceleration and Deceleration Time
-Inlet Pressure Distortion
-Velocity Distortion
-Electrical Starter Voltage and Current
-Air Impingement Parameters
-Lubrication Data
-Test Cell Depression

I During acceleration and deceleration performance testing, the test characteristics should be
recorded. The time from initial acceleration to idle, and to 100% speed, should be determined, as
well as deceleration time from 100% speed to idle. Through engine testing the fuel control
system gains should be adjusted to meet the optimum transient response characteristics.

Some small expendable turbojet engines include AC or DC generators. During performance
evaluation or durability testing the engine should be loaded using a resistor bank,

To satisfy all of these requirements the PSTF must be equipped with different systems and
installations. The most important service systems in the test facility are listed below:

5 -Fuel System
-Lubrication System
-Ignition System
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I -Air Start System
-Electrical Start System
-Electrical Loading System

These systems support the engines during testing by supplying services for starting and running.I The support systems in the PSTF should be common and available to all engines tested. Each
engine model to be tested should be interfaced with the test cell system through an engine adapter

•m N kit.
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I 9.0 TEST FACILITY MEASUREMENT REQUIREMENTS
Requirements for engine testing stem from the need to investigate different engine characteristics.3 Throughout the measurement process it is important to transfer the information from the engine
to the user. The volume and configuration of the test facility measurement system must be
defined based on engine requirements and future projections.

From the general test specifications (section 5.0) and lists of instrumentation required for different
U engines, it is possible to determine the basic configuration of the measurement system. It is

necessary to take into consideration each engine that will be tested at the test facility and specific
tests that could be expected in the future. Test objectives have influence on the instrumentation
range and accuracy. Depending on the type of test, different configurations of instrumentation
may be required. Installing common instrumentation in the test facility is desirable, because it will
satisfy the needs of different engines and different types of tests.

I General elaborations of the measurement system for turbojet engines test facilities were presented
in section 6.1. The first step in defining a measurement system is recognizing the engine
conditions to be investigated. Each of the three general test classifications: steady state, transient
and dynamic, require special instrumentation that must be determined before an instrumentation
proposal can be made.

The basic component of all measurement systems is the transducer, the device that changes the
physical value of the measured parameter to an electrical signal, which is further processed and
converted to engineering unit data. Some of the most important transducers that should be
selected throughout this project are analyzed below.

I Fuel flow measurement at turbojet engine test facilities is usually done with a turbine flowmeter
or a positive displacement meter. The turbine flowmeter is perhaps the most commonly used
transducer. It has considerable advantages: simplicity, small size, accuracy, fast response, and
adaptability for remote indication and telemetry. Pressure losses across the turbine flowmeter are
proportional to the flow rate squared, but usually only a few psi at the rated flow. The signal
frequency is the parameter which the readout system senses as the flow indication. The turbine
flowmeter is characterized by a calibration factor rated as the number of pulses per unit volume
(f/N). This factor is a function of the turbine frequency divided by the kinematic viscosity. The
calibration factor is conwant in some f/v range, described as the turbine linear range, usually
within 5 to I for smaller turbines and 50 to I for larger ones. The nonlinear performance occurs
at lower f/v values. This feature can limit turbine application in cases where the system requires a
wider flow range, However, recalibration of a turbine flowmeter demonstrated that repeatability
of the calibration factor always repeated the original data to within ± 0.1%, regardless of whether
the operation was in the linear or nonlinear region. This allows a turbine flowmeter to be

i• implemented with a 500 to 1 rangeability. Because the turbine flowmeter is a viscosity sensitive
device, each different fluid supplies a new calibration factor, also the same fluid at a different3 temperature will produce calibration factor deviation. If this change is readable it could be
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implemented in the measurement system, which would significantly increase the performance of
the flowmeter.

I The transient response of flowmeters used at turbojet engine test facilities is very important,
especially when the fuel flow signal is used in a closed-loop control of turbojet engines. Transient
response of turbine flowmeters is discussed by Grey [34] in which time constants are predicted in
the range of 1 to 10 milliseconds as the response to a step function, depending upon blade range,
meter size, and flow rate. This prediction was experimentally confirmed by NIST, which
determined the turbine flowmeters transient performance to be acceptable, even for dynamic
applications.

Positive displacement technology is a direct non-inferential method of measurement that has been
known for many years. The primary operation is separating a flowing stream into a series of
discrete portions of liquid, and then counting the portions flowing through the meter per unit time
(flow rate). This is analogous to filling and emptying chambers of known volume continuously.
The system is based on measure, volume and time, giving accuracy typically • 0.5% of the actual
flow. Accuracy is unaffected by wide variations in fluid viscosity, which is very important for
applications with diflerent fluids or wide temperature variation. The dynamic performance of
displacement meters is significantly worse in comparison with turbine flowmeters, excluding3 displacement meters in applications where reasonable dynamic performance is required.

The Pressure measuring system usually consists of transducers, tubing connecting the
measurement points and transducers, aud a recording unit. Today, a wide variety of transducers
of different design and performance are available. For applications like test facilities for turbojet
engines, transducer characteristics must abide by engine requirements. The most important
transducer characteristics are related to:

-Pressure range
-Operating temperature
-Accuracy including nonlinearity and hysteresis
-Pressure media
-Overpressure limits
-Long term stability
-Response time
-Supply requirements
-Vibration influence on the performance

S-Electrical output level
-Reliability prediction
-Size
-Weight
-Price
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SI Each static test facility operates under different temperature conditions. To attain the required
pressure measurement acct'racy, it is necessary to veri6 the total error achieved with selected
transducers, and compare this error with the permitted limits. If the error is not within limits two
options are available: the error can be reduced it the transducer is mounted in a temperature
controlled box or a new transducer can be selected with better temperature compensation.

I, From experience in using transducers in engine performance evaluations, it has proven preferable
to use transducers with higher voltage output. This will reduce the influence of the electricalI noise and at the same time the output signal will be easily accepted by the data acquisition system
for further processing.

I Dynamic pressure measurement has requirements different from steady state pressure
measurements. Typically the frequency of a pressure signal is important information. The
dynamic 1$ressure system has a sensing port, complying tube, transducer, and a recording system,
all of which contribute to the frequency response of the system. The first step in dynamic
pressure measurement is to minimize the distance between the transducer and the measuring
point. The natural frequency of the transducer must be high enough to provide linear transducer
response throughout a wide frequency range.

Pressure measurement systems are usually required to measure a large number of pressures
rapidly. This goal can be achieved by using pressure scanners which can perform high speed
measurement at different pressure ranges. The total system combines high speed electronicSmultiplexing of transducer output with an on-line calibration feature. Prior to the selection of the
system, it is very important to evaluate all parts of the proposed system, especially as it relates to
measurement uncertainty.

Thrust measurement is a critical feature of the PSTF. The engine is mounted on a flexible thrust
stand which can move axially, but is rigid in all other directions. The actual forward motion of the

- l thrust stand is restrained by a measurement load cell, which is very stiff. The load cell must be
very sensitive to axial loads and less sensitive to off-axis loads. The calibration system must use a
calibration load or a dead weight method. The thrust measurement system design should be lowI in both non-linearity and hysteresis. Some requirements must be taken into consideration in
designing installation interfaces (pipes, lines, cables, probes, wires), between the movable part of£ the thrust stand and the fixed structure to reduce the hysteresis and non-linearity.

Thrust measurements between test facilities is usually restricted in its variation to no more than
:0.3% of full scale. To assure this, the aerodynamic design of the test cll must be proven and
the thrust calibration system well established. The uncertainty of the calibration process should be
within 4 0.2%, of the full scale. In some cases when the thrust ratio of tested engines is high, it
may be necessary to add another load cell or change the thrust stand.
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I Temperature meaurements at engine test facilities are mostly made with thermocouples.
Although thermocouples are simple devices, in order to achieve precise results, the measuiing
system must be correctly established The first issue that should be resolved is installation of theI known reference junction temperature, because any uncertainty in that temperature must be added
to other uncertainties in the system.

When the temperature measurement system has a large capacity, the reference junction solution
must include a uniform temperature in the area where the thermocouple leads will be connected.
This can be accomplished using a uniform temperature reference (UTR). Electrically insulatedS
isothermal blocks are installed inside a heavily thermally insulated box to minimize thermal
gradients in the assembly. The electromotive force generated by the temperature difference
between the measuring point and the reference junction (UTR) is transferred from UTR to the
measuring instrument by cooper wires. The temperature of the UTR block is measured by an

RTD, and this data is included in the temperature measurement system.

The UTR should have an uncertainty no greater then -0.20 F. To attain this accuracy theI nfollowing precautions must be taken:

-Use calibrated RTD for reference block temperature measurement

i -Protect the UTR from severe blasts of hot or cold air in order to limit thermal
gradients

-Install the UTR in a zone where there is no rapid temperature change

The thermocouples used at engine test facilities should be properly selected and calibratO. Some

periodic checking must be established. Calibration uncertainty can be controlled at a level ;- 2" F,
if a proper calibration system is established.

Vibration measurement of jet engines at test facilities is done primarily to prove the mechanical
stability of rotating parts and to alert the operator if vibration exceeds safe operating limits.I Velocity transducers are often selected for engine test facilities because of their simplicity. The
linear frequency range of velocity transducers is limited to about 2000 Hz, they are unsuited to the
high frequencies common to the enines tested in the PSTF. Accelerometers must be used
because they are small, light weight, and provide adequate frequency response (20 KI-Hz and
higher).

Each part of the vibration measurement system must be carefully treated. Installation of the
accelerometer on the engine must be in such a way that the interface does not change the
character of the vibration. The connection between the accelerometer and preamplifier should be
by special low noise coaxial cable. The filtraticn of the vibration signal allows the operator toanalyze any signal from the vibration spectrum.

* 
74



I

Speed measurements provide information about engine rotor speed. Different types of
transducers can be used; however, for smaller engines, magnetic transducers are usually
implemented. If the engine blades are non-magnetic, an eddy current sensor may be used. The
speed transducer is connected to the f/v converter, and converts the frequency to D. C. voltage,
which is used in data acquisition and engine control systems. Performance of the speed
measurement system depends on the type of testing. For steady-state conditions the average
speed readings throughout some period of time are eligible. For dynamic measurements and
engine control purposes, a fast response system is the first requirement.

Measurement systems for engine test facilities can be expanded to measure additional parameters
such as airflow, power extraction, acceleration and deceleration times etc. If such systems are
included, the design must incorporate all precautions stipulated above for similar systems.

Measurement uncertainty is an important part of the measuring system. A measurement system
at jet engine test facilities is composed of many subsystems, each interfacing with the others. The
performance characteristics of each subsystem, the transducers, pre-amplifier, signal conditioning,

U instrumentation cables, and data acquisition system has an influence on measurement uncertainty,
To calculate measurement uncertainty a calibration process must be established and the£ performance of the calibration system determined.

Elemental error sources can be classified as either precision (random), or bias (fixed) errors.
Precision error can be determined by repeatable measurements of a single value. This error can be
expressed through precision index or standard deviation. The bias error is the systematic error
which is constant for repeated measurements and can only be determined by comparison with the
true value of measured quantity.

Basically, a single measuring chain stretches from the measuring point via a probe and connectingIf line to the transducer, and from there via an electric line-preamplifier-to the multiplexer, amplifier
and the signal conditioner to be recorded. Each step in the data sequence contributes to the

'I overall data error in its own way. To identify the measurement uncertainty for an engine
parameter, the error propagation through the whole chain must be folMowed, including the
influence of the calculation coefficients from the individual measurements.

£ lFrom experience with fixed facilities f he range of estimated measurement uncertainty for some of
the basic measurements of engine performance parameters are noted below [ 17].

SBasik Measurements Estmted Uncertait

-Scale Force ± 0.4 to 0.5%
S-Fuel Flow :E 0.4 to 0.6%

-Inlet Pressure :- 0.2 to 0.3%3 -Inlet Temperature O0.3 to 0.8%
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PerformancPrae ter Estimated Uncertainty

-Net Thrust :L.5 to 0o.%/
-Specific Fuel Consumption :LO.9 to 1.2%
-Airflow k 0.3 to 0.7%

These data are achieved with larger engines. For smaller test facilities, like the PSTF, the
measurement uncertainty is estimated to be slightly above these values.

i
-I
I
I

I

I

i
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10.0 PRELIMINARY DESIGN OF A PORTABLE STATIC TEST FACILITY
FOR SMALL, EXPENDABLE, TURBOJET ENGINES
As a result of this Phase I study, a preliminary design of the Portable Static Test Facility for Small
Expendable Turbojet Engines has been developed. The test facility has been designed to be a
modular and completely portable, self contained system requiring minimal external support
facilities.

The test facility will consist of three sections of equal smie (8 x 8.6 x 20 feet). The first segment
contains the engine test cell, the second the controls and instrumentation and the third houses the
fuel, oil and air systems. All of the sections are designed to be moved and positioned with a
forklift. All of the test facility components are transportable on a standard flat bed trailer. The
facility is designed to be installed and operated on flat terrain (A-mode of operation is shown in
Figure 9). In special cases the facility can be operated on the flat bed trailers used for
transportation (B mode of operation, shown in Figure 10).

10.1 Engine Test Cell

The first phase in the design stage was the establishment of a reference engine. Teledyne CAE's
turbojet engine F408-CA-400 was used as the reference engine for the aerodynamic and acoustic
design of the test cell. The performance specifications for this engine indicate that the maximum
thrust is 1008 lb, air flow is 16 lb/s and the exhaust gas temperature is 1412° F. The noise
spectrum overall sound power level (shown in Figure 1) fiom the reference engine was used as a
general guideline for the acoustic design of the test facility.

Two critical parameters of the test call design are aerodynamic and acoustical performance. The
aerodynamic calculations are presented in Table 5.

Using the data shown in Table 5, the aerodynamic performance of the test cell design can be
summarized. The test cell performance is based on the largest engine that will be tested in this
facility.

-Total test cell airflow 42 lb/s

-Maximum air velocity in the test cell air intake silencer 42 ft/s

-Engine test chamber air velocity 10 ft/s

-Test cell depression 3 mm H20

5 -Approximate gas velocity in the exhaust silencer 220 ft/s

-Augmentor exhaust gas temperature 680 OF
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In an analysis presented in section 6.4 it was confirmed that two critical aerodynamic
parameters in the design of the portable test cell are test cell bypass ratio and test celi
depression.

If the test cell bypass ratio is above the required 0.80 then vortices will not form and the risk
of velocity and pressure distortion will be minimized.

Test call depression is directly related to the aerodynamic performance of the test cell. The
test cell structure must be designed to withstand the forces produced by the lower pressure
inside the cell. As section 7.4 concluded, the preferred test call design must not exceed 2 in.
(50 mm) H20 and is preferred to be less than 1 in. (25 umm) H20.

The preliminary design of the PSTF has a test cell bypass ratio of 1.55 and test cell depression
of 3 mm F60, both of which are much better than required. According to the theoretical
investigations in sections 6 and 7, aerodynamic performance of the proposed test cell will be
excellent.

Low air velocities throughout the test cell, combined with a relatively high bypass ratio (more
than 1.55) and a very low test cell depression (3 mm H20), guarantees that the test cell
performance will approach that of an outdoor "free field" test facility. This will be particularly
true when small sized turbojet engines are tested.

The recommended acoustical d,'sign criteria for noise attenuation (section 6.4) are targeted at
a distance of 150 feet from the t..st cell and a height of 7 feet from the ground, so that the A-
weighted sound level is less than 80 dBA. The noise level in the center of the control room
should be less than 75 dBA.

It is possible to determine the amount of acoustical treatment needed for the test cell by
abiding by the pernitted noise level, at a given distance using the peak of the engine noise
spectrum. The overall sound power level ( re 10-12 W, Figure 1), which is established from
the reference engine, can be determined at the center of the octave band frequency:

Hz 63 125 250 500 1000 2000 4000 8000

L (dB) 135 137 142 148 150 151 149 144
Table 6: Sound Power Data from Figure 1

Acoustical treatment for the test cell is included in the preliminary design along with the
acoustical calculations which were computed to determine the acoustical performance of the
test facility. The results of the acoustical calculations are shown in Table 7. From the data it

can be concluded that the maximum sound power level at a distance of 150 ft (50 m) is 71.7

dBA, well within the required design parameters.
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3 Acoustic Performance

Dimensions [ft] Iong High Area Wide Sect.
0 20 8.6 160 8.0 68.8

Distance [ft] 150 W=. 161b/s Vf 64fts DH= 4.8ft Lw= 99 F 7
Frequency [Mz] 31.5 63 125 250 500 1000 2000 4000 8000 A

ft Engine Lw[dB] 130 135 137 142 148 150 151 149 144 156
_ Lpt dB] 122 127 129 134 140 142 143 141 136 148

Container STL 17 21 25 32 .38 47 55 62 55
SPL. _ 75 76 74 72 72 65 58 49 51
Abr 0 0 0 0 0
SPL 75 '76 74 72 72 65 58 49 51 71.7

Table 7: Acoustic Calculation For PSTF

I A detafied technical description of the preliminary test cell design, including all materials and
components is presented in the following sections. The basic test cell structure is housed in

3 one ISO standard storage & shipping container. Some sections of the container are shown in
Figure 11. The container shall confonri to the requirements specified in ISO 1496/1 without
damage or permanent deformation.

A summary specification for the container is given below:

-External size 20' 0"L x 8'0" W x 8' 6" H

-Internal measurements 19' 4" L x 7' 8 W x 7' 10"H

-Cubic capacity 1.169 ft3

,-hoor c.rea 149.22 ft2

I -Tare w'!ight 5,250 lb

-Maximium loading weight 39,600 lb

-Constructed of 1.6 - 2.0 mm gage steel

-Floor Hardwood

-Roof Self draining

-Forklift pockets Provided
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The test cell container will be modified and equipped as illustrated in Figure 12. The major
modifications to the test cell container will be described in later sections.

10.1.1 Air Inlet Acoustical Treatment

The test cell air intake is a horizontal design, based on the test cell size and the characteristics
of the engines that will be tested. The airflow path is changed and adapted to accommodate
the engine center line.

The test cell air intake cross section is designed to supply the proper quality and quantity of
airflow to the engine test chamber, while providing noise attenuation and ensuring the
compliance of the test facility with environmental noise regulations.

The test cell air inlet (3' x 8') is equipped with an acoustical silencer that includes one row of
"baffles. Each acoustical splitter is made of two folded perforated sheets welded and
assembled. They are closed at each end with a U channel, which is also used for bolting on
the inlet deck. Various reinforcements complete the inlet structure.

The perforated sheets will have a special perforation ensuring the greatest efficiency as well as
good mechanical resistance. The internal space of these modules are filled with a blanket of
absorbing material. The density is dictated by the required acoustical results. A fiberglass foil
protects the absorbing material against any stripping. The filling is a complex fiberglass wool
in semi-rigid panels that is imputrescible and flame retardant. As part of the test cell intake, a
16 x 16 (cross section 3' x 8') wire mesh screen is installed to protect the test chamber from
foreign objects and to provide some correction of pressure distributions. The stainless steel
wiremesh will be framed to avoid any damage caused by vibration.

The supports and hardware for the inlet will be made of galvanized steel. The wiremesh
screen will be installed by bolting it to the container support structure.

10.1.2 Test Chamber Acoustical Treatment

The standard container which will be used as the basic test cell enclosure is a relatively poor
acoustical attenuator. To reduce the amount of noise radiating from the engine to the outside
of the test cell the test chamber will have additional acoustic treatment.

The acoustical treatment for the walls and ceiling of the test cell will be corrugated,
perforated, galvanized sheets and rockwool mattresses. Stiffeners will be installed in order to
increase the vibration resistance of the walls and the perforated sheets.

The acoustical treatment is designed to reduce noise reverberation and to reduce the sound
ii pressure level in the test cell. The lining is modular and made of perforated sheets with an
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absorptive material protected by fiberglass cloth. The openings in the test cell for cables,
pipes, and doors are also acoustically treated.

The engine access door will be an acoustical double leaf swinging door, 6.4 ft high and 4.2 ft
wide. The frame and the door will consist of folded and welded steel sheets. The door will be
made of two solid steel panels, one on each side, with a high efficiency acoustical filling. It
will be equipped with two seals for acoustical tightness, and have reinforcing pins for the
hinges and lock. The door will be mounted on hinges and equipped with a 3 point locking
device. The frame will be bolted to the support stracture of the container.

10.1.3 Exhaust System Acoustical Treatment

The primary function of the exhaust systeva, is to capture the engine exhaust gases and to
induce secondary airflow circulation through the test cell. By the combination of gasflow
redistribution and noise attenuation the exhaust system controls the noise level outside the test
cell.

The exhaust system consists of a detuner, a diffuser, an elbow and an exhaust stack
silencer.

The detuner has been designed to direct the engine exhaust air flow and to cause pumping of
secondary air. An acoustical joint prevents noise leakage from escaping through the wall
passage and allows for thermal expansion.

The diffuser ensures a good connection between the detuner and the sound proofed elements.
It is used to regulate the mixture of hot engine exhaust gases with cool secondary air provided
by the pumping action, and reduces the velocity of the mixture before it enters the detuner.
Besides these functions, the diffuser plays a significant part in the whole acoustical treatment
of the test cell.

The elbow directs the gaS mixture upwards at a 900 angle away from ground level.

The exhaust stack silencer is included to complete the acoustical treatment. It is placed
above the elbow, is cylindrical in shape and tall enough to prevent recycling of exhaust gases.
Construction of the exhaust silencer is similar to the diffuser. It has a solid outer ferrule and a
perforated inner sheet.

All sections of the exihst system are provided with lifting eyes for handling. The
elbow has a drain included at the lowest location. The sheets used in the exhaust
system design are made up of ASTM A 36 or equivalent. The hardware is cadmium
plated or equivalent.
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All parts of the exhaust system are integrated into the aerodynamic and acoustical designs,
and allow the PSTF to operate reliably with any engine within the thrust range of 50-1000
pounds.

10.2 Fuel Delivery System

The fuel system is designed to be compatible with JP4, JP5, JP8, JPl0, and Jet A fuels. All
lines and fittngs will be stainless steal. Pump housings will be brass or stainless steel. Pump
elements will be carbon. Elastomers used are fluorocarbon, fluorosilicon or nitrile. The fuel
pump will be a self priming Procon rotary vane pump with a capacity from 5 to 1GPM and
150 psi. Down stream from the pump is a filtir to collect any debris from pump wear or
failure. The system pressure is controlled by a Cashco pressure relief valve. The relief valve
line returns directly to the tank. The system contains a manual stainless steel ball valve to
allow the system to be shut down for repair or repltcement of components. A remotely
operated (from the test cell console) solenoid is located outside the test cell. This solenoid is
connected to a safety shut down, fire system and panel control. A check valve is locatedI around the solenoid valve sealing in the direction of system flow. This check valve allows for
pressure to bleed off when fuel is trapped and expands due to heat. Directly inside the test
cell wall is a manual ball valve for servicing the system.

An accumulator compensates for pump pulses and fuel expansion due to heat. A 10 micron
"absolute filter is located before the cell fuel measuring station. A filter is installed prior to the
fuel control to protect it from contamination.

"The fuel measuring section consists of a Quantum Dynamics advanced flow instrumentation
_Ip' system that has become the de facto standard flow instrumentation system for jet engine test

facilities. The type selected for use with the PSTF is a 3/8"-sized QAF-6-VWR-1SC (TC)
mi flow sensor equipped with PtlOO RTD. This flow sensor has a rangeability of 0.04 GPM to

4.0 GPM. In the fully developed flow range the sensor will have a K-factor of approximately
10,000 pulses/gallon. At 3.0 GPM the flow sensor will have a frequency output of
approximately 500 Hz. The flow sensor is equipped with an integral Pt100 RTD that will be
used to perform temperature to density compensation and temperature to viscosity
compensation. The flow sensor will be factory calibrated at 1.0, 2.5 and 5.0 ,.mntistokes. The
flow computer translates the temperature sensor output to the corresponding density and
viscosity. The viscosity and flow sensor frequency are mapped to the appropriate volumetric3 flow rate, which yields the mass flowrate when multiplied by the density.

The flow computer's dynamic flow option updates the instantaneous flowrate on a once per
pulse basis, i.e. when the flow sensor has a 500 Hz output, the computer's analog output will
be updated at a rate of 500 Hz. This feature is very important in any transient mode of
operation, especially when the flow signal will be used in an engine contr(l algorithm. Digital3 data are available and can be transferred through a serial port.
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The system is sized to accommodate engines rated to 1000 lb thrust, Assuming a worst case
SFC of 1.2 should provide adequate margin for system sizing, A 1000 pound thrust engine
with a SFC of 1.2 would require a fuel delivery and measurement capability of 1200 PPH,
Average engine fuel consumption during a test procedure can be calculated as 0.7 multiplied
by maximum flow of the largest engine. Using this methodology the maximum average engine
flow that can be achieved is less than 2.5 GPM. The system should be sized to give a run time
of at least 30 minutes when the largest engines are tested. For JP4 fuel this equates to a

- minimum of 75 gallons of fuel storage. The fuel system diagram is shown in Figure 13. The
system is located in container #3, which is air conditioned or ventilated, and fire protected.3iI From the storage unit fuel is transferred to te test cell via flexible hose.

10.3 Air Start System

The air start system is designed to allow engine starting in any mode of operation of the
PSTF.

The system consists of the following:

-A fully packaged Bauer High Pressure Air Compressor
-Refrigerated air dryer to remove the water from the system
-Proper high pressure pre- and coalescing fi!ters to remove the oil from the system
-Receiver tank to store the airI -Pressure transducer to send a pressure signal back to the control room
-Safety valve
-Pressure regulator to regulate the high pressure within the range of 150 to 1000 psig.
-Solenoid valve to remotely open and close the system outlet

-I S~The supplied air will be clean (20 micron maximum particle size) and dry (dew point 65* F or -

lower) with storage capacity of 60 pounds of compressed air. Maximum flow of the system is
rated at 2 lb/sec, which will allow starting of the largest engines (1000 lb thrust). The system3 can recharge in 40 minutes from a low pressure of 150 psi to a ready state of 1000 psi,
suitable for one full start.

1I The air system is located in containers #I & #3. The high pressure air compressor, prefiter,
dryer, filter and receiver are located in third container, which is adapted to provide an inlet to
the compressor and extraction of heat (12.500 BTU/HR) generated at maximum compressor
loading from the receiver (container #3). High pressure air is transferred to the test cell with
high pressure flexible hose.

The test cell interfaces with the facility air at tiae •utaide of the cell waH with a manual ball
shutoff valve on the main supply line. Inside the tw~t Cell is a manual ball valve which is used
to shut the system down for maintenance or system lockout. A filter is v.-x in the system to
protect regulators, valves, instrumentation and the engine from contamination. A pressure
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regulator adjusts system pressure to the required level and pressure is adjustable from 150 PSI
to 1000 PSI. An air driven ball valve controlled from the test room console is used to start
the engine. A pressure gage and transducer are teed between the ball valve and the engine to
read pressure delivered to the engine. This instrumentation is isolated by ball valves to enable3 calibration. Connection to the engine is completed with a flexible metal hose to avoid thrust
tares on the thrust system. The line can be fitted with adapters to mate to specific engineg configurations. The air start system diagram is shown in Figure 14.

10.4 Lubrication System
The lubrication system is designed to provide the lubrication for oil mist lubricated engine
bearings. This is obtained using air from the air start system, which passes through a 10
micron filter and solenoid valve, into an oil/mist generator. The mist generator drops the air
pressure down to 40 to 60 psig and sets the oil droplet rate per engine specifications. The
lubrication system diagram is shown in Figure 15. The oil mist generator is located inside the
test cell, close to the engine bearings.

10.5 Ignition system
The ignition system is designed to be interfaced to three different engine start configurations.
It consists of a 28 volt DC, 10 amp capacity power supply, a momentary switch at the control
panel, and an electrical connector interface in the test cell. The system delivers a 28 volt DC3 Isignal to operate the ignition source. A block diagram of the system is shown in Figure 16.

The primary ignition source is a hydrogen/air torch system used to simulate a pyrotechnic
torch igniter. The torch control system is mounted on a panel and contains all the interfaces,
solenoids and gas sources to drive the torch head assembly mounted on the engine housing.
The torch head consists of a housing with orificed inlets for compressed air and hydrogen, a

I flame tube, and an aircraft spark igniter plug. The gases are regulated to approximately 40 psi
above ambient pressure at the engine. Hydrogen and air are injected into the housing where
they mix and are then ignited by the spark plug. The burning products flow through the torch

- " tube into the engine combustor where they ignite the fuel/air mixture. The hydrogen igniter
configuration is shown in Figure 17. The gases feeding the ignition system flow at a rate of
approximately I to 2 SCFM for a period of 5 to 15 seconds for each engine start. A small 24
inch tall by 6 inch diameter 2200 psig hydrogen bottle is attached to the control panel and
supplies enough gas for 40 to 100 starts.

I The second ignition system consists of a electrical ignition exciter (a high voltage capacitive
discharge system) that fires an igniter plug. The system is controlled by the 28 volt signal
from the test cell control console. The exciter and igniter plug assemblies are engine specific.
Exciter systems typically produce from 1/2 to 3 joules output power.
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The third system consists of a BOM enjiine mounted pyrotechnic igniter. The system is fired
by a 28 volt control room ignition signal. The control room signal will have provisions for
actuating the start command from the engine control computer.

3 10.6 Data Acquisition, Test & Measurement Systems

The purpose of a data acquisition system is to acquire real-time data from numerous sensors,
convert the raw signals to engineering units, calculate engine parameters, display raw and
calculated values to the operator, and store data for later analysis. The data system does not
control the engine, control the test facility, or make d'.cisions on engine health. Systems that
do provide control must, by design, be inflexible, with fixed responses to specific conditions.
This is usually not the case when doing development testing so a data system for this purpose
must be flexible in terms of both hardware and software configuration changes,

The data system is composed of off-the-shelf, proven, commercially available components
whenever possible. The components are chosen from rianufacturers whose main product is

Sthe component being purchased. The components are organized in a modular configuration
allowing for easy fabrication and replacement. The separate PC, Uniform Temperature
Reference (UTR), and multiplexer arrangements give the best system flexibility, allow for
individual component upgrades in the future and provide sufficient room for proper ventilation
of electronic board assemblies.

As concluded in previous sections the data acquisition system is the heart of modem jet engine
test facilities. Research activities conducted during this Phase I contract investigated many3 different data acquisition systems.

An objective evaluation and subsequent selection of a computer-based data acquisition system
is complicated by both a lack of industry standards regarding performance specifications and
the number of options available from different manufacturers. Because the systems' primary
function is to make measurements, the emphasis ultimately must be placed on those system3 attributes that directly influence the system's ability to perform this function. These include
measurement accuracy, bandwidth, and sensor compatibility. Depending on the application,
some characteristics may be more critical than others. An objective selection of the most

lB cost-effective solution for the given application can. then be made weighing all comparison
values for each system.

Three potential solutions were extensively analyzed:

3 -AutoNet data acquisition & control software from Imagination Systems

-Labview from National Instruments

U -Dasy Lab from Microstar Laboratories
* 95
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1.6.1 Data Acquisition Computer

The data ac*ition hardware platform is an BM compotible, industri~lly hardened personal
computer with an Intel 80486DX 50 MHz processor. T~e chassis is rack mountable with -
munlti-"ot ISA passive backplane. The unit is powered by a 250 watt supply and is ,ooled by

II a filtered fan assembly. The PC is configured with 8MB of RAM (expandable to 32 MB), a
121KB disk cache and in IDE hard drive/dual floppy controller. Peripherals include a 500MB
hard disk drive, 1.44mb floppy drive, 14' VGA rack mount color monitor, cartridge tape
drive and a laer printer. All drives a•4 rck mount isolated to prevent damage from
vibration. Two rial ports. one parallel port and a keyboard ae also provided. The system3 also includes the IEEE 488 and SCSI cards to interface to the NEFF and PSI systems.

1i.6.2 Software tem %

The proposed data acquisition softwre is AutoNet from Imagination Systems. This software
provides a complete f work for ammi nd running engine teas. Ba-k AutoNet
comes with a reoa-time UNIX operating system and can support up to 250 simultaneous tasks,
64 data logs, and8 fflAl scren windowsh/ers. A separate disk partition can be st up to run
DOS applications. AutoNet can convert logged data to many popular DOS formats including3 PRN, WKI, DBF, DIF, and ASCII.

AutoNet is a mature software package that incorporates device handlers, graphic displays, file3 managent, program editing, and data acquisition into a menu driven integrated package.

AutoNet menu features include:3 Configuration of the NEFF system 470 and PSI 8400
Setup of data logging sc•eduleu, (channels and rate).
Creation of multiple graphic screen displays, (gauges, strip charts, ban etc.).I Control of system security, (passwords, priorities, user names).
Software calibration module
Real-time and historic data displaysU Strip charts

Trends
X-Y Plots

_ Disk file management
Data transfer / conversion
Four levels of alarms, (HI-HI, HK LO, LO-LO).
Printout of logged data

3 All aspects of AutoNet may t e set up through interactive menus, then stored and used
repeatedly. The menu setup greatly reduces the learning curve. AutoNet also can be
programmed in ACL, a specialized language similar to "C". ACL programming provides

I increased flexibility in data handling and operator interface. By mixing menu programming
and ACL programming the system can be configured to do any application.
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iAutoNet provides pre-prograumed menu configurable interfaces for each multiplexe ? device.
Setups can then be stored to be used later. Graphic displays, tabular displays, strip chart
setups, trend charts, x-y plots, and operator interfaces can also be menu programmed and
stored. Data logging to disk can be set up, and rates and channels are independent of
scanning lists. Multiple setups for different engines or tests may be stored and recalled at a
later date. Data report printouts can be generated and sent to printer, screen or file. Screen
prints cm be made at any time.

For applications that require more than straight data acquisition, the ACL programming
lanogue is included. ACL programs may be written to do real-time calculation, special data
handling or printouts. Any fiinction available from the menu seloctions is available ftom an
ACL program. ACL programs may be attached to *s-ts" or may be used to conflgure the
System.

Using the ACL programmng language a system of menus has been set up for load cell
constants and engine specific data. Each device has an ACL program associated with it that
runs each time the device is scanmed. This allows the programming of real-time calculations
and program response to operator inputs. A post test program moves data to a holding
directory on the disk and prepares the system for the next engine test.

The system is equipped with a laser printer. Custom printouts can be proammed using ACL
and the printers PCL language. Font, size, marins, form feeds, and position are all
programmale through PCL.

The complete data system is designed to be flexible. No programming experience is

necessary. The user can easily modify the data acquisition set up and store it on disk through
the program menus. Each engine can have its own configuration setup stored.

A complete system of priorities, user ids, passwords, and scripts are availabl.; to setup
multiple users with differmt system access. A user id can be set up that automatically runs a
stored setup without using the menu system at all.

AutoNet is fMly supported by Imaginsfion Systems. Software maintenance agrr ments are
available as well as basic nid advanced training courses.
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10.6.3 Multiplexer
The data are acquired by a NEFF 470 low level multiplexer.' The data system performance
and accuracies are as follows:

-I Scan Rates

The NEFF 470 multiplexer is capable of scan rates up to 10,000 channels per second.I It can handle 16 input or output boards, with a maximum channel count of 16 channels
per board. A typical data system contains 48 low level thermocouple channels, 323 analog voltage channels and 4 RTD chann'ls, totaling 6 /O boards and 84 channels,

The NHFF 470 contains two 4096 byte memory banks to buff data. By using two
-buffes data nay be acquired and trnsmitted at the same time.

Data are transmitted to the computer across a SCSI (Small Computer SystemI Interface) link. The SCSI link supports DMA data transfer rates of 5 Mb/sc. Data
are stored in the computer memorys Point Data Base, PDB.

I Maximum data rates to disk vary with disk access time. Average disk access rates
rnge from 8 to 15 ms, limiting disk access to about 50 times per second. Data from
the NEFF 470 may be saved directly to circular disk buffers using the AutoNet NEFF
event mode, at rates of 40 times per second.

Data from the Point Data Ban are available for display, logging, and calculations.
_ Data may be displayed at user selectable rates from once per second to 40 times per

second. Data my be logged from the Point Data Bas to disk at rates up to 40 times3 i per second. Typical system data logging rates are:

NEFF event logging 40 times per second
Transient logging 40 times per seco ýd
Periodic logging I per second
Single Scan Average data over 10 seconds

The NEFF 470 has a full scale accuracy of* 0.05%, and -0.002%/ 'OF.

I Data are acqired by a NEFF system 470 low level multiplexer. The system 470 contains a
f6-bit A/D converter, scaleable input amplifiers, and SCSI or IEE-488 computer interface
logic. Individual channels may be programmed with flil scale ranges from 5my to 10.24 volts,
and thermocouple signals may be read with no additional amplificabon. Th standard system
470 may be configured with up to 16 fnction cards. Function cards are available for strain

Sgages, RTD, potentiometers, thermocouples, frequencies, and digital I/O. Each card can
acquire up to 16 channels of data allowing a maximum channel count of 256. H-igher channel
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coants can be achieved by adding a slave system 470 chassis. The maximum aggregate data
throughput rate is 10,000 samples per second. The recommended base system is configured
with 48 thermocouple channels, 32 analog voltage channels, and 4 RTD channels. The
thermocouples are type K, Chromel-Alumel, although other types can be supported with the
proper reference junction compensation. The analog voltage channels are used to acquire
tCrust, speed, fuel flow, and pressure signals. Appropriate signal conditioning will be
provided to cozvert frequency signals to analog voltages. The RTD channels will be used to
m;ad the thermocouple reference junction temperature.

The main components of the systew- are:

1. NEFFrack NEFF470100 1
2. T/C Mux NEFF 470051 3
3. Volts Mux NEFF 470050 2
4. RTD Mux NEFF 470055 1
5. Connectors Matrix 8

10.6.4 F/V Converter
I The frequency interface will be handled by high speed Anadex Model Pl-810 F/Vs. These

F/V's provide the slew rates ( 3 moew for a 2: 1 step change in input frequency ) necessary to
give reasonable speed infonution at high data system scan rates (40 scans/sec). They are
highly linear (+/- 0.02% of flIl cale) and will not add any significant error to the frequency
conversion process. The FN conversion process is performed by a period time measurement
Smd time to feque•cy conversion program. These units provide no ripple in the output
voltage at low frequencies and can be scaled for any fuil sale range of 50 Hz to 51,203 H-z.
The main components of this system are:

1. FN Anadex PI 4 0
2. FN rack Anadex HR.810 1

1O.6.J Vibration Measurmeats
Vibration signals will be handled by Endevco 6634B charge amplifiers which will interf=c
with the uses piezoelectric accelerometers via a paeL mounted coaxial cable interfce in the
tim cell equipment rack. The 6634B amplifiers feature a programmable digital display that
provides vibration information in many common formats such as g's or ips in RMS or peak
units. The amplifier has programmable input senitivities and a programmable bandwidth filter
that can be setup with user defined high pass and low pas freuency limits. The 6634B
amplifiers will be mounted in the control room for easy operator programming and
monitoring. These amplifim have a DC output that is proportional to the displayed vibration
signal. This output will be routed to the NEFF 470 analog voltage inputs for data system
logging. The vibration amplifiers also have conditioned AC outputs that can be routed to user
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equipment for spectral analysis. The proposed system will be supplied with two 6634B
amplifiers mounted in a six position rack. The user can add up to four additional amplifiers to
support additional testing needs. The selected amplifiers are used in many test cells and have
provided excellent stability for monitoring a variety of piezoelectric accelerometers under
many different operating conditions. The main components of the system are:

1. Vibration amps Endevco 6634B 2
2. Amplifer rack Endevco 4948 1
3. Accelerometer Endevco 2221F 2

10.6.6 Uniform Temperature Reference (UTR)

3 Thermocouple cold junction connections will be made through a UTR (uniform temperature
reference) unit that uses a platinum RTD for reference junction temperature measurement.
The UTR is mounted within the test call boom.

Placing the cold compensation termination in a rack adjacent to the engine greatly reduces the
thermocouple (TIC) wiring costs. The interface cables carrying the TIC signals are
conventional shielded multi-pair copper twisted pair assemblies. The UTR assembly is
fabricated as a modular unit with all interface cables attached prior to installation in the
equipment rack.

Conventional brass pin and socket terminations are used on the thermocouple cable assemblies
at the multipin connector interfaces. Williams International has been using these techniques
for over 15 years with no sacrifice in accuracy. The two T/C mating wires are axially within
1/2 inch of each other, surrounded by thermally conductive brass. The un of brass pins and
sockets in circular style connectors has proven to be an acceptable method for T/C cable
connection for tet cell interfaces. Thermocouple material pins and sockets are quite cost
prohibitive for multi-channel use (cost per T/C pair for one --d of connections is3 approximately $30 to $50). Thermocouple calibrations from the boom end back to the data
"sysaem at prevailing ambien temperature conditions (-10 deg F to + -110 deg F) have been
success"ly'- d Imonstrated and nw problem have occurred with temperature induced offsets in
the multipin T/C wiring connectors.

A Computer Products UTIR will be used. It is an industry standard and is used in a number of
data systems including the Modcomp and Aero Systems acquisition systems. They consist of a
solid massive UTI block encasing tapped brass feed through tie points. The thermoouple
wire and copper wire are attached to opposite enda of the tie points with a rugged screw, lock
washer and wire bushing assembly. Thee tie points are euy to wire, offer a secure
attachment point and are spaced sufficiently to eliminate any wire-to-wire shorts. 1he3 massive UTR block combined with insulation approximtely 3 inches thick offers very good
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temperature uniformity. A platinum RTD senses the UTR temperature and is connected to a
RTD card within the data system MUX rack.

RTDs provide a good long term stable method of UTR block temperature measurement and3 Jare easily read by the data system input card. This technique has been used at Williams
International for the past 18 years. During the past 5 years the UTRs have been mounted in
the test cells for both permanent and portable test stand applications.

Marlin Manufacturing T/C connection equipment will be used. Marlin plugs and jacks offer
positive wire retention, easy assembly and can be supplied with optional strain relief hardware.

The system consists of'

1. UTR 48 ch wired Computer Prod 1
2. Connectors Matrix 39 & 55 pin 8
3. Jack Panels Marlin Mfg 2
4. T/C cable Marlin Mfg 1000,
5. T/C connectors Marlin Mfg 120

10.6.7 Pressure Scanning System
The dry pressure scanning system is a PSI 8400 series multiplexing scanner that uses a
"transducer per channel" technology. The 8400 system scans pressures in 16 channel banks
with the banks being electrically multiplexed into the 8400 system processor. The system
processor is housed in the control room data acquisition rack and connected to the transducer
banks in the test cell boom via a multi-conductor cable. A PSI rack adapter frame houses and
holds up to 6 banks each of 16 channel pressure scanning modules. Each pressure scanning
module contains 16 each, 1/8 inch swagelok female fittings that provide a convenient engine
interface. The pressures are then plumbed from the boom to the engine using 1/8 inch
diameter nylon or Teflon tubing. The close proximity of the equipment rack to the engine3 facilitates easy line plumbing and verification of proper connections. -

The system processor rack in the control room contains the multiplexer that reads the
individual pressure modules, a 16-bit digitizer, the system processor and the pressure
calibration modules. The calibration modules provide a 5 point pressure calibration for the
system transducers each time the system is brought on line. This automatic calibration feature
provides for extremely high accuracy measurements (+/- 0.1% FS). The calibration modules
connect to the boom rack through a combination of five 1/8 inch and 1/4 inch nylon pressure
lines. These lines operate the pneumatic calibration valves in each scanning module and
provide the reference pressure sources to the transducers during the calibration cycle. The
electrical interface and pneumatic interfaces from the control room all enter the modules
through a backplane combination electrical/pneumatic interface. Modules can easily be
changed from the front panel. The system capability can be easily upgraded by purchase of
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additional pressure scanning modules. The output from the system processor is linked to the
data acquisition computer via an IEEE 488 cable.

The initial system configuration will consist of two 16 channel modules of 30 psi range
scanners, two 16 channel modules of 100 psi range scanners and one 16 channel module of
200 psi range scanners for a total capability of 80 dry pressures. The system has the ability to
accept one more 16 channel module. Expansion of the channel count beyond 16 channels will
require a second rack adapter and cabling.,

The rack mounted pressure scanners with front panel 1/8 inch swagelok fittings provide the
pressure icanning and test cell interface in one package. No additional pressure boom panels
and plumbing are needed. System upgrades are made by just plugging in the additional
scanners, configuring the data system to read them and plumbing the engine parameters to the
swagelok ports. Plumbing confusion is eliminated by having the channel number and pressure
ranges clearly marked on the module face.

The system consists of-,BMtem cipi Model ft
I 1. Mainframe 8400 system processor 1

2. Pressure scanner S 1600 5
3. Calibration unit 8432 3

- 4. Cables, misc panels 1 lot
5. Scanner digitizer 8488 13 6. Scanner interface S16R-01 1

10.6.8 Transducers

The development of fast real time data displays, more stable high level output transducers and
decreasing test cell budgets has lead to the elimination of transducer signal conditioners and
dedicated readouts. Reliability of data systems has become such that the test engineering

Scommunity feels comfortable monitoring critical engine parameters with the computer data
system displays. A combination of strain gage and variable reluctance style transducers will
monitor the engine parameters. These transducers will be configured as high level output type
units ( 5 to 10 VDC output for FS input) with 28 volt DC unregulated power input. The
transducers will be packaged in heated transducer boxes whenever possible to help reduce the
number of direct engine mounted units. The reduction of the number of transducers hanging
on cabling has eliminated a lot of cable repairs, damage to transducer fittings and provides for
better long term stability (3 to 6 months).

I Two styles of transducers are being proposed to meet the needs of the test facility. Strain
gage units will be selected for those mn'asurements that need high accuracy and the3 operational ranges are well known (CDP, air flow delta-pressures, barometer, fuel pressures,
etc.), The strain gauge transducers meet a best straight line fit (BSL) of 0.15%FS to 0.35%
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FS static accuracy. Variable reluctance units will be selected for less critical parameters such
as oil pressures, hydraulic pressures, bleed pressures and presaures with uncertain maximum
ranges. The variable reluctance units typically have a BSL of 0.5% FS to 1% FS static
accuracy. Variable reluctance units can be easily re-ranged with a low cost diaphragm
replacement. This construction will also allow for easy, low cost repair of the transducer in
the evem an overpressure condition is experienced during testing. The user will be able to
easily adapt the variable reluctance units to changing test pressure measurement requirements.

Individual transducers will be mounted in a heated box located inside the equipment enclosure
adjacent to the test stand. This configuration limits the thermal drift of the transducers and
mechanically protects them. The box is kept at an elevated temperature using a solid state
controller. The transducers are interfaced to the boom rack by bulkhead fittings.

Close coupled transducer requirements will be met by providing boom panel mounted
electrical connectors and short cables to power the engine mounted close-coupled
transducers. The individual transducers are wired via a terminal strip to the 28 VDC power
and the multipin interface connectors for data system input. The tnrminal strip connections for
the box mounted transducers and the close coupled bulkhead connectors are made insido the
equipment enclosure for ease of installation and troubleshooting.

During the past seven years Williams International has been using high output level Druck and
Validyne transducers for most of the new test cell configurations and test cell upgrades. The
Druck units have proven to be quite stable and offer good accuracy and stability. The
Validyne units are being chosen for their ability to be easily re-ranged and repaired. The
transducer electrical connections are industry standard MS 3116 style bayonet connectors
with the excitation being on pins A and D and signal output being on pins B and C. The
pressure ranges are based on engines having a maximum expected compression ratio of 9:1.

The set of transducers which are included in the preliminary design are listed below:
I IIsm igtn Manufacturer

1. Barometer Druck PDCR 130/W/C 1
Range 15 psia

- 2. Close Coupled CDP Druck PDCR 350 2
Range 150 psig

3. Inlet Delta Druck PDCR 130AVL 1
Range 2.5 psid

4. Start air press Druck PDCR 330 2
or Validyne P365
Range 300 psi

5. Fuel pressure Druck PDCR 330 23 Range 150 psig
6. Cell Delta press Validyne P305 I

Range .2 psid
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7. Oil mist, Main Oil Druck or Validyne 2I Range 100 psig
8. Misc pressures Validyne P305 with ten 3

ranges interc~hangeable diaphragms
9. Spare channel for future needs 1
10. Channel for thrust load cell 1 1

I These transducers have compensated operating ranges of-65 deg F to +250 deg F. The total
error band over the whole temperature range can reach approximately 3% to 5% of FS range.
The use of a heated transducer box and/or careful placement of the transducers helps reduce
error due to temperature excursions.

- II10.6.9 Thrust Measurements

The thrust measurement needs will be met by a combination of two thrust beds that wiUl cover
engine thrust levels from 20 to 1000 pounds. Figure 20 details the stand that will be used to
measure thrust levels up to 500 pounds and Figure 21 details the stand that will be used to
measure thrust levels up to 1000 pounds. Both of these stands were developed at Williams
International and have been in use for over 18 years. The stands employ a flexure hung thrust
bed design with a tension loaded force cell mounted under the stand. The stands are a tube
and plate fabricated assembly that attach to the floor or the test cell. Only one thrust stand is

- Iinstalled at any one time.

The load cell for thrust measurements is an Interface model 1010 low profile unit. A Precise
Sensors 9000 series DC powered signal conditioner is used to convert the load cell reading to
a high output level (nominally 10 VDC for 1000 ib). The signal conditioning unit is mounted
in the heated transducer box and interfaced to the load cell via a panel mounted multipin
connector, These thrust measuring systems have a long term stability of +/- 0.5% of reading
+/- 0.1% FS range. They typically do not require any signal conditioning adjustment foru periods greater that a year.

The main parts of the thrust measurement system are:
i&M Is n Manufacerer
1. Thrust stand WI 2
2. Load cell Interface 101 2
3. Signal conditioning. Precise Sensor 2

1I
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10.6.10 Tet Cd System intfaces
~i A variety of interface are used to connect the different parts of dats, test and measurement

sysm. The -main biaf between the tes cell and engine is thmrough an instrument boom
Sconsisting of a 19 inch panel rack cabinet (24" wide x 32" deep x 68" tall) that houses the

pressum transduceras UTR (T/C interace), dry pressure sunning modules, fiequency
connections and the vibration monitor connections. The boom is placed adjacent to the test
stand and connections are made to the engin via short cable and pressum line jumpers. This
configuration allows for easy hook-up of the engine parameters, quick verification of
instrmentaton channel to engine port inne-connections and ease of maintenance.

The connections to the instrument boom are made through commercially available connectors
and fittings. The boom is connected to the acquisition cabinet (24" wide x 32 deep x 78"3tail) in the control room via mltipin connectors and cables. The acquisition cabinet houses
the data system, NEFF 470 MUX, fiquency interface instruments, vibration readout
equipment and the data system display terminal. The use of multipin inteface connections

S-eliminates errors during installation and allows for quick dismantling and reassembly of the
test system. No cables remain attached to the cabinets during moves. Initial check out is
easily done and field damaged cables can be quickly replaced with minimal down time.

Using identical multipin cables provides for a calibration interface into the data system that
only requires one or two calibration cables to be fabricated. Multiple channels can be
calibrated at one time with one jumpered calibration cable set. By interfacing the calibration
equipment at the multipin connection furthest from the data system a near "end to end"
calibration can be accomplished. This methodology allows the calibration status of the data
system to be verified quickly on site after equipment installaion.

3 The number of different connectors are kept to a minimum, with only two types of connectors
used to make the majority of the instrument connections (a 55 pin size 22 Matrix connector
for TIC interfaces and a 39 pin size 20 connector for copper connections). The wiring codes
are standardized and both ends of the jumper cables are identical. The use of identical cables
for hook up allows easy swapping to aid troubleshooting and spares can also be kept to a
minimum. The test cell interface rack is shown in Figure 22. The equipment layout in the test
cell is shown in Figure 23.
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10.6.11 Calibration System

To keep mes urement uncertainty within acceptable limits a calibration system must be
established and the performance of the calibration system determined. The recommended
system calibration intwval is 3 to 6 months. The accuracies listed below are the accuraciesI that the system can hold for the length of the calibration period in a relatively stable test cell
environment.. The frequency and conditions of equipment transportation may require5 adjustment of these recommended calibration intervals. The system is being designed so that a
minimum of equipment will be need to calibrate the system. The modular construction allows
for easy calibration access and verification of system p-Aformance. The minimum

I recommended calibration equipment is:

Item •Mtnuf.tWrm
S1. Thermocouple smulator Ectron Model 1000 or equivalent
2. Pressure calibrator Druck DPI 510 multi-range calibrator or equivalent

- press up to 300 psig with barometric option and vacuum capability

Press above 300 psig Master test gauge (.25% or. 1% accuracy) and
adjustable pressure source (hyd hand pump or high
pressure air bottle)

3. Frequency calibration Wavetek 171 signal generator or equivalent1 4. Voltage calibration EDC Model 330 or equivalent
U. PSI Scan modules PSI Cal modules provide system cal each time

"system is brought up on line
5b. PSI Cal modules Return to Factory or suitable metrology lab for

yearly recertification
6. Thrust Dead weight calibration pull (via a low friction3 • pulley assembly) with force applied to stand at the

nominal engine center line. Alternate method would
be to use a calibration master load cell (thrust force
still applied at the nominal center line for the
engis). Calibration interval is initially 3 months
increasing to 6 months as system stability is verified.U 7. Fuel flow Calibrate meters in suitable metrology lab. Typical
calibration interval is 6 months to one year.

8. Vibration Amp Calibrate in suitable metrology lab. Required
equipment is a calibration capacitor (1000 pf) and an
adjustable AC voltage source (with I00mv, 2 volt
and 20 volt ranges). Calibration interval 3 to 6
months,

3I The calibrations are performed on the system after installation and are generally done from the
test cell interface boom. The calibration consists of two procedures. During the first
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procedure, the "as found" status of the instrument &r system is determined. This "as found"
calibration check verifies the status of the system at the end of the calibTation cycle. During
the second procedure, any necessary adjustments or repairs are made io the system and an "as
left" cadibration check verifies the final status of the system. If the system meets the3 calibration accuracy requirements drg the "as found" check no further adjustments or
calibration checks are required.

SI The thermocouples can be gang calibrated (24 at a time) with a jumpered multipin connector
that inputs the calibration signal into the boom mounted UTR thermocouple interface
connections. This methodology checks the complete T/C measurement system (connectors,I UTR, MUX, A/D, data transfer to the PC and software display functions). Typical
calibration intervals are 3 to 6 months single point (zero and FS checks) validations with full

I multi-point calibrations run on a yearly basis.

In practice with this calibration system the thermocouple accuracy can be maintained at the
following accraces.

1.0 C up to 200 *C
3.0 *C above 200 *C

.4.0 °C above 800 °C

3 The high level voltage channel inputs to the data system are calibrated by DC calibrator signal
input at the ends of the MUX interface cabling. The data system scaling factors are set to
unity gain with a calibration setup file and the performance of the A/D and MUX cards is
verified. Typical calibration intervals are 3 to 6 months single point (zero and FS checks)
validations with full multi-point calibrations run on a yearly basis.

I Typical voltage accuracies that can be maintained at the test facility are:

.1 -0.%ofFSrange (A/D)
I- 1% of parameter FS- roge (individual channel)

Pressure transducers are calibrated at the boom interface by applying pressure signals into the
interface ports with the Druck calibrator. The calibrator values are compared to the computer
display screen readins&. Optional voltage readings can also br taken at t6e trminal block
interface inside the tes cell cabinet for reference and troubleshjoting purposes. The data
system is usually scaled in nominal engineering units (I volt - 100 psig) and the transducers
adjusted to provide the proper outputs. For pressure ranges above 300 psig a master gauge
and adjustable pressure source technique is used. The transducers are checked at a minimum
of zero 1/2 and l swile inputs.

I
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Frequencies are calibrated by using the Wavetek oscillator (item 3 in this section) to inject
"3 signals into the test cell boom interface connectors. The oscillator frequencies are determined

by applying the scaling factors for the parameter being checked. The computer system stores
offsets and gain values to convert the FN DC signals into proper frequency engineering units.
Speeds generally have a data system stored scaling factor that is used to display engineering
units on the system CRT. The other frequency signals are generally calibrated to read in units
of Hz and further scaling is done with the calculated channel displays. This end-to-end

_ ¢calibration technique of applying a signal at the boom interface and reading the response on
the system data terminal verifies the whole frequency measurement process.

I The thrust calibration is done on the installed thrust stand using a centerline pull technique. A
minimum of three load cycles of 0, 25%, 50%, 75%,1000/, 75%, 500/, 25%, 0%/ applied
force are required for each calibration. The load cell system has a typical accuracy of 0. 5% of
reading +1-0.1% FS range.

3 10.6.12 Facility System for Engine Control

The facility should be provided with a combination of PLC control functon, and a hard wired
safety string composed of discrete relays and switches. The block diagram of this system is
shown in Figure 19. The safety string controls the fuel solenoid, start air, oil pump, fuel pump
and test cell power enabling circuits. The safety string is wired in a series string and is
terminated with a normally closed emergency stop button. Pushing this button will drop out
the safety string and shut down all test cell fenctios. The test call fire system is also wired
into this safety string. The console PLC and control buttons are interlocked so that they have

3to be in an off state before the test cell panel can be energbze.

Typical engine running sequences will require some method of connecting the engine control3 computer to the functions that turn on/off the start air, ignition and 2 or 3 spare circuits.

In the control room approximately 30 inches of 19 inch rack space is provided to support5]] installation of the support electronics for the engine control system (see Figure 22).
Additional table space may be needed to hold external monitoring PC's and analysis
equipment. Small, expendable engine controls are configured with the PC or terminal in theI control room. A fuel control computer module is mounted in the control room rack or
adjacent to the engine and a power driver module is next to the fuel deliveay unit (pump or
metering system). This arrangement helps to reduce the noise feed back from the PWM
signals driving the fuel metering system and keeps the voltage drops/phase lag low in the lines
feeding the fuel pump. An isolated 28 volt power supply with at least 10 or 20 amp rating is
usually required as a power source for the fuel metering "ystems. This supply will often
connect directly to the power driver module and be configured in a single point ground
arrangement to the engine frame.
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It is important to keep the power Ufrs feeding the pump driver module and the signal lines
separated. The routing of cables from the control room to the test cell should have provisions
for separate racewsys for instrumentation and control/power lines. As the distance from the

Icontrol room to the test cell increases, the separation of these linm becomes more important.

The routing for the fuel control system cablng should allow the use of one uncut cable length
without intermediate connections. The engine fuel control systems are sensitive to cable
configurations and most users prefer to bring their bwn cable assemblies. Adequate access
ports in the control room and test cell will aid in the timely installation of these cables. TheI bulkhead connector fittn is not recommended. To provide'the control function for special
components a 28 volt 20 amp DC power supply is provided.

10.7 Fire Protection System
The PSTF for Small Expendable Turbojet Engines includes three separate containers with
diffent functions. To protect the fliclity if fire occurs a Fire Protection System is provided.
The Fire Protuction System is designed in accordance with National Fire Protection
Association (NFPA), Standard 423.

According to the above standard, there are a series of fire protection systems and fluids that
are available for turbojet engine test flcilties, As the optimum solution, two fluids are
selected: Carbon dioxide (CO2) and FM-200 (recently approved replacement for Halon
1301).

The carbon dioxide system meets the requirements of the NFPA's 12 Standard on Carbon
Dioxide Extingshi Systems. The FM-200 system meets the requirements of the NFPA's
2000 Standard on Clean Agent Fire Extinguishing Systems and all of the above requirements.
The fire protection system is described below:

The control equipment for the fire protection system will be located outside the hazard area.
All fire protection control equipment is identified, the function performed described, and the
method of operation specified. The manual fire protection system will be conveniently
located and accessible at all times.

The system will have a connected reserve supply of not less than 100 percent of the primary
supply, for immediate manual disclarge in case of fire. After activation of the system the
following events occur:

I -Fuel valves supplying fuel to the protected areas are dosed.

i -Alarm devices are activated to warn personnel to evacuate the protected area.
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Actuation of the total flooding sybtem will do the following:

-Provide sufficient time to allow personnel to exit before the extinguishing agent is
* discharged, and

-Shut off ventilating fans and close doors and other openings to minimize the leakage3 of the extinguishing agent from the protrated area.

The three separate containers will be protected by three different subsystems. The test cell
and the preparation area will use CO2 u the agent, and the control console area will use FM-
200. During engine operation inside the test cell it is not possible to close the air intake and
the augmentor tube, so a local fire protection system is provided to protect the engine being
tested, For this application a carbon dioxide system is designed to apply carbon dioxide
directly to a fire which may occur in an area with essentially no enclosure surrounding it.

The important fitctors that were considered in the preliminary design of the engine fire
protection system are the rate of flow, the height and area limitations of the nozzles, the
amount of carbon dioxide needed, and the piping system. The design uses two spot nozzles
propelling C0 2 fluid at 23 Ib/min. in the tet cell area. To attain this performance goal the
total capacity of the storage cylinder is 75 pounds.

The flooding concept will be used to protect the area for preparation and fiel storage. In this
case a 36% concentration is used for the preliminarý design calculation. NFPA 12, Chapter
2, establihes a material conversion hactor which permits calculation of the required quantity
of CO2 agent. The required quantity of this agent for this container is 50 pounds.

The fire protection synsta for the control console area will use FM-200 u the agent. The
design requirements of NFPA 2001 along with manufacturer's recommendations call for a
7.4% concentration of this agent by volume. As a result of these criteria the preliminary3 design sets the container size at 40 pounds of agent.

The heart of the Portable Test Facility Fire Protection System is the control panel. All the
circuits are monitored for trouble conditions. Through this panel the release of agent is
selected according to zone and to selector valve. The entire system is backed up by batteriesSin case of a powerf lure.

Each zone has both manual and automatic activation capabilities. There are horn and light
3 n units to signal the status of the system. The Fire Protection System will be knegrated into the

engine and facility monitoring system.
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10.8 Air Conditioning System3 The PSTF is intentionally designed to operate in a wide range of environmental conditions.
Different parts of the test ficility require separate consideration of the temperature level thatI can be maintained during extreme outside weather conditions.

The test cell unit is ventilated by outside air because at all times secondary airflow is
* maintained when an engine is operating. While the engine is running temperature controls are

not required inside the teat cell. For the PSTF and similar facilities, outside air will enter the
engine bellmouth at practically the same temperature as outside the test facility. The
secondary airflow temperature also stays at the same level throughout all cross sections of the
test cell. As a result of the air stream energy movement direction, the influence of the hot
exhaust gases on the test cell ambient temperature is negligible.

When the engine is not running the test cell temperature must be regulated, especially during
winter when the operator prepares an engine for testing. In this case the test cell intake roll-

S...up door will be closed and the augmentor slave cover also will be inserted into the detuner
aperture. The test cell will be heated usn a space heater with a capacity of 3 KW, to cover3 •the zone where the operator will be working.

The control and instrumentation container houses a variety of electronic equipment which
require a stable temperature. The temperature requiremens which are used in the preliminary

I design maintain the temperature inside the zone at 73 *5 *F. This is required for
instrumentation systems which will be housed in these areas. Also, temperature control will
contribute to the comfort of those who will spend the most time in the control console room.
To improve the temperature conultions inside this area the container will be thermally
insulated. Using the thermal performance of the insulated container, the required hoater3I performance can be computed.

The inlet data used for temperature calculations are based on the following assumptions:
-Maximum outside temperature of 10 OF
-Minimum outside temperature of -20 'F
-Two people within the container
-Return air temperature of 73*5 *F

The results of the load calculations are shown in Table B. A total cooling load of 21,274
BTU/HR is derived f'om these calculations. The required heating capacity is 21384
BTU/HR (6.35 KW). The design of the air-conditioning system is based on the above data.
The solution selected includes use of a ceiling mounted supply air ductk which runs from the
air conditioner installed inside the container. The tentative return air path would be through
grills in the interior partitions.
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i ~ Container #3 houses fuel, oil and air systems. The air conditioning system must satisfy the
fluid temperature requirement particularly for fuel which must be maintained within safe

operational limits. The air conditioning system must also extract fuel vapors. Air supply to
I the compressor should be provided using local ducting for the compressor inlet.

COOLING HEATING
ITEM DESCRIPTION UNITS DESTINATION Container Container Container Container

---- _2 3 2 3

1 Temperature OF Outside 110 110 -20 -20
2 Temperature OF Inside 78 78 68 58

Roof 4320 4320
3 Transmission BTU/ Walls 6146 6146

Losses HR Floor 1080 1080

_Total 11546 11546. 17512 15522

Lights 320 160

4 Internal BTU/ Personnel 1200 600
Losses HR Other Load 6800 17003 Total._ ,. 7320 2460 .

5 Ventilation BTU/ Outside 1408 484 3872 1716
HR

BTU/ Container 21274 15090 21384 17238
6 Total Load HR

I KW Container 6.35 4.44 6.29 5.07

Table S. Air Conditioning Calculations for PSTF

I Calculations for this container are based on the following assumptions:

5 -Maximum outside temperature of 110 *F
-Minimum outside temperature of-20 0F
-One person within the container
-Return air temperature of 73:15 *F

The results of the load calculations are shown in Table 8. From these results the total cooling
load is determined to be 15,090 BTU/IR. The required heating capacity is calculated to be
17,238 BTU/HR (5.07 KW), bas.ed on a return air temperature of 60 VF.

I The location of the air-conditioning system is shown on Figure 9 (Mode A).

From the calculated data it is obvious that the heating mode is the greatest power demnnd on
the temperature boundary conditions. The electrical power supply must be able to
accommodate the added demand for heating during the winter months.
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10.9 Closed Circuit Television System
The dosed circuit television (CCFV) system is designed to allow the operator to monitor the
engine and test cell condition throughout the test.

The main components of CCTV system are:
-Camera assembly, BE-3-15-18-E-6-25
-Pan 8 tilt, PTS70P
-Control, Pan 8 tilt, Zoom BEPT-1 15LZOT
-Color monitor, BECM-241 Ik
-Wiring harness WHPT-I 15F

5 The camera system is a 10:1 auto-iris zoom lens using a high resolution color chip camera in
a sealed, corrosion proof enclosure. The pan 8 tilt unit provides 350 degrees of rotation and
90 degrees of axis tilt up and down. This will allow the operator to control the camera from
the control console, and adjust the focus and focal length (zoom) to detect specific problems
on or arotnd the engine. The color monitor is mounted on the console cabinet rack.

I 10.10 Intercommunication System

A Stentofon communication system is provided for use between the control console and the
test cell. The intercommunication system will include two portable remote intercom stations
and two headsets. This system will allow a person in the test cell to communicate with the
operator at the control console even with an engine in the test cell running at idle.

10.11 Electrical Supply

The electrical supply for the test facility is provided as part of the overall facilities package.
Electrical requirements of the individual systems are presented in Table 9.

3 ITEM NAME OF INSTALLED PEAK POWER
SYSTEMS POWER(KW) (KW)

I Air Conditioning 11.36 11.36.3 2 Air Starting 6.00 12.00
3 Fuel 3_00 _.oo

4 Fire Protection 0.50 0.50
5 Light 0.90 0.90
6 Control Console 2.00 2.00
7 Test Cell Heater 3.00 1 3.00

TOTAL 26.761 34.76

3 Table 9: Electrical Supply Requirements of Individual Components
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From the above, the power demand for the PSTF for Small Expendable Turbojet Engines
requires a continuous supply of 26.76 KW, At the same timo peak demand, resulting from
compressor and fuel pump motor surge, is equal 34.76 KW. From the projected operation

_ mode of test facility and the probability flow diagram of system loading, the power factor for
simultaneous operation of all devices in some cases could be very close to unity. To obtain
stable and reliable electrical supply in any mode of operation, and to provide some spare
energy, the GENERAC model GT45 36 KW diesel generator is provided.

Basic technical data of the generator are following:

-Voltage Three phase 208/240/480
-Excitation Direct
-Continuous Output 32 KW
-Surge Output 60 KW
-Frequency 60 Hz
-Fuel Capacity 30 gal
-Voltage Stability ±1%
-Output Protection Included
-Sound Level 63dBA at 23 feet
-Coolant Heater Provided

I The diesel generator will be designed to operate in outside environment. This unit is
compact, rugged and is mounted on the trailer,

1I
I
I
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11.0 CONCLUSIONS
I During the Phase I SBIR Program Test Devices has completed the preliminary design of a

Portable Static Test Facility for Small Expendable Turbojet Engines. The results of the
research and investigations are presented in this report. The report contains the detailed
calculations, analysis, and discussions conducted throughout this program.

The primary technical objectives of Phase I were to formulate, design, develop, analyze and
prove the feasibility of the Portable Stat~c Test Facility for Small Expendable Turbojet
Engines, Extensive work was required to develop a preli"minary design which addressed the3 specific requirements of small size, ease of transpoftation and installation, reasonable cost,
safe work environment, high reliability and ability to successfully test engines with a wide
thrust range.

The individual task objectives were:

I -Analyze the general requirements for engine testing.

3 -Review the test procedures for small expendable turbojet engines.

-Prepare general test specification for engines that will be tested at the PSTF.

I -Analyze the test facility design requirements, define the factors for evaluating the
performance of the test facility and outlie the overall design recommendations.

I 4D-velop the test cell basic requirements, design criteria and design recommendations.

3 -Provide an overview of the installation requirements and design recommendations.

-Analyze the data acquisition and engine instrumentation and control requirements.

-Formulate the preliminary design for the Portable Sttic Test Facility.

I -Develop the conceptual installation design for the Portable Static Test Facility.

3 -Define the recommended solutions for the engine control and data measurement
systems.

-Draw conclusions stemming from the results of the Phase I study and make
recommendations for future activities in Phase U.

3 To achieve the above tasks different methods of investigation and analyses were implemented.
All results of research and investigations conducted throughout this work clearly confirm the
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feasibility of the concept of Portable Static Test Facility for Small Expendable Turbojet
Engines. The preliminary design of this facility has generated a technical solution based on a
new and unique concept of an engine test facility. All critical requirements for such facilities3 were examined and appropriate solutions were provided.

The development of the PSTF can be an enabling force hi the development of a new class of
small expendable turbojet engines. A wide range of engine technology can be tested under
different engine environmental conditions using the new PSTF.

I The development and use of the PSTF will significantly aid in the development of a new
generation of high performance, long range, extremely flexible, small tactical missile. This
facility can also be a milestone in increasing and maintaining a high level of reliability for small3 tactical missiles, because it will enable engine testin.g at simulated operational locations and
environments.

The future marketing of this facility will be concentrated around the commercial Bas turbine
mnufacturers: and educational ins tiions. The PSTF has already been used as model in thei ~development of mobile test equipment in a number of dierent fields where requirements exist

for on-site testing of flexible and transportable systems. Test Devices is actively pursuing
these markets targeted at test stands for airline companies.

I The results of the research work in this Phase I SBIR Program has conclusively demonstrated
that the Portable Static Test Facility for Small Expendable Turbojet Engines is feasible,
appropriate and a viable solution for performance evaluation of small expendable turbojet
engines. To take full advantages of the benefits of this design work should be continued into
Phase II to refine, document, build, test and deliver the Portable Static Test Facility for Small3 Expendable Turbojet Engines.

I
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